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Safety Instructions

Caution: Your wireless telephone gives you freedom and flexibility to stay
in touch while you move around. However, when using your phone
equipment, safety instructions should be followed to avoid the risks of fire,

electric shock, injury to person, and damage to property.

General Safety Instructions

1.

When using your wireless phone, ensure your safety and the safety of
others:

a. Always watch where you are walking and standing.
b. Don't let a phone call distract you from working safely.
In an emergency:

a. If an emergency occurs, dial the emergency phone number.
Remember: if you are in an area where your phone does not have a
clear signal from the base station, it is highly probable that the call
may not go through. Locate the nearest landline telephone or other
communications device to call for help.

b. Emergency calls may not automatically provide emergency
personnel with your name, phone number or location.

Notice to Hearing Aid Users: This phone system is compatible with
inductively coupled hearing aids.

Notice to Cardiac Pacemaker Users: Although interference to the
implanted cardiac pacemaker may occur when operating very closely,
wireless telephones “do not seem to pose a significant problem for
pacemaker wearers.” However, until more is known, suggests that
people with pacemakers may want to take precautions when using or
carrying a wireless telephone to ensure that there is ample distance
between the telephone and the pacemaker. Do not carry the handset in
a breast pocket. If you have any reason to suspect that interference is
taking place, turn off your handset immediately.



Product Safety Instructions

10.

11.

12.

Read and understand all instructions.

Follow all warnings and instructions including those marked on the
product.

Changes or modifications to this product not expressively approved by
the manufacturer will void the warranty and the CE authorization to
operate the equipment. Use only manufacturer provided accessories.

Do not use the telephone near water. Never spill liquid of any kind on
this product.

Unplug the product from the wall telephone jack and power outlet before
cleaning. Do not use liquid or aerosol cleaners. Use damp cloth for
cleaning.

Do not place this product on an unstable cart, stand, or table. The
product may fall and cause personal injury or damage to the product or
other property.

Power Outage: In the event of a power outage, your handset charger will
not recharge the handset battery, and the base station will not allow you
to make an outgoing call or take an incoming call. Both the charger and
the base station require electricity for operation. You should have a
telephone that does not require electricity available for use during power
outage, or have a temporary backup power supply.

Slots or openings in the product’s housing are provided for ventilation.
These openings must not be blocked or covered. Placing the product on
a bed, carpeting, or other similar surface may block these openings and
should be avoided. This product should never be placed near or over a
radiator or heat register, or in a built-in installation unless proper
ventilation is provided.

Never push objects of any kind into this product through housing
slots/openings as they may damage the product, touch dangerous
voltage points or short out parts that could result in fire, electric shock, or
injury.

This product should be operated only from the type of power source
indicated on the marking label. If you are not sure of the type of power
supply to your home, consult your dealer or local power company.

Do not overload wall power outlets and extension cords as this may
result in fire or electric shock.

To avoid electric shock or burn, do not disassemble this product. Send
this product to an authorized service center when service or repair work
is required. Call Customer Service for locations near you. Opening or
removing covers may expose you to dangerous voltages, electrical
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13.

14.
15.
16.
17.

18.

currents or other risks. Incorrect reassembling of the product may cause
electric shock when the product is subsequently used.

Avoid using the product during a storm. There may be a risk of electric
shock from lightning.

Do not place the product where persons can step, trip, or fall on it.
Do not place conductive objects over or near the antenna.
Do not use the product to report a gas leak while in the vicinity of the leak.

Do not install the base station or the handset charger near microwave
ovens, radios, TV sets, speakers, or other electrical equipment. These
appliances may cause interference to the product or experience
interference from the product.

Unplug the base station or the charger adaptor from the power outlet and

refer to an authorized service center under the following conditions:

a. If liquid has been spilled into the product.

b. When the power supply cord or plug is damaged or frayed.

c. If the product has been exposed to rain or water.

d. If the product does not operate normally by following the operating
instructions.

e. If the product has been dropped or housing has been damaged.

f.  If the product shows a distinct change in performance.



Battery Safety Instructions

1.

Use only manufacturer approved Li-ion rechargeable batteries and
charger. Do not use other types of rechargeable batteries or non-
rechargeable batteries. The batteries could short-circuit, and the battery
enclosure may be damaged causing a hazardous condition.

Follow the charging instruction in this manual and instruction labels and
markings in the handset and charger compartments.

Battery must be recycled or disposed of properly. Do not dispose the
battery in a fire. The cells may explode.

Do not dispose of the battery in municipal waste. Check with local codes
for disposal instructions.

Exercise care in handling the batteries in order not to short-circuit the
battery with conductive materials such as rings, bracelets, keys,
pocketknife, and coins. The battery or conductive material may overheat
and cause burn or fire.

Do not expose batteries to rain or water.

Do not open or mutilate the battery. Released electrolyte is corrosive
and may cause injury to eyes or skin. The electrolyte may be toxic if
swallowed.

During charging, the battery heats up. This is normal and is not
dangerous.

Regulatory Information

EPS02 C€

This device complies with CE Rules. Operation is subject to the following
two conditions:
1) this device may not cause harmful interference, and
2) this device must accept any interference received, including
interference that may cause undesired operation.

This telephone system complies with rules of the EN 301 357-2 (RF) EN 301
489 (EMC) EN 60950 (Safety) and EN 50371 (RF safety).

The REN is useful to determine the quantity of devices you may connect to your
telephone line and still have all devices ring when your telephone number is
called. In most, but not all, areas the sum of the REN'’s of all devices connected
to one line should not exceed 5.0. To be certain of the number of devices you
may connect to your phone line, you should contact you local telephone
company for the maximum REN in your area.

If your telephone equipment causes problems to the telephone network, the
telephone company may ask you to disconnect your phone system from the line
until the problem has been corrected. Consult with your local phone company for
your rights if this happens.

Your telephone company may make changes in its facilities, equipment,
operations, or procedures that could affect the proper functioning of your
telephone system. Consult with your local phone company for your rights if this
happens.

This telephone system may not be used on coin service provided by the
telephone company. Connection to party lines is subject to state tariffs.

This telephone system has been tested and found to comply with the limits for
rules of the EN 301 357-2 (RF) EN 301 489 (EMC) EN 60950 (Safety) and
EN 50371 (RF safety). These limits are designed to provide reasonable
protection against harmful interference in a general public installation.
Operations of these devices may still encounter interference from/to nearby TV'’s,
VCR’s, radios, computers, or other electronic devices. To minimize or prevent
such interference, the telephone system should not be placed or operated near
other electronic devices.

However, there is no guarantee that interference will not occur in a particular
installation. If this telephone system does cause interference to other electronic
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devices, which can be determined by turning the system off and on, the user is Equipment Checklist
encouraged to try to correct the interference by one or several of the following

measures:
a.  We recommend at least 20 feet between the system and other electronic 1. InaBase + Handset package, please find the following components:
devices. a. Base Station x 1 (antenna installed)

b. Connect the base station to a power outlet on a circuit separate from that
used by the device experiencing interference. Consult the dealer or an
experienced electronic technician for help.

Base AC/DC Adaptor x 1
Handset x 1 (antenna installed)
Handset Antenna x 1 (Long x1)
Desktop Charger x 1

Charger AC/DC Adaptor x 1
1100mA Li-ion Battery Pack x 1
Telephone Cord x 1

CD (User’s Manual), Quick Guide

S@ "o o000

n

n a Handset package, please find the following components:
Handset x 1 (antenna installed)

Handset Antenna x 1 (Long x1)

1100mA Li-ion Battery Pack x 1

Desktop Charger x 1

Charger AC/DC Adaptor x 1

Quick Guide

-0 a0 oy

3. Optional Accessory
a. Outdoor Antenna Kit (including antenna and cable)
Lightning Protection Kit
High-gain handset antenna
Headset
Antenna Splitter

®ao0o
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Handset Features
Basic Handset Features

1. 4-line LCD (Liquid Crystal Display)

a. The LCD display has LED (Light Emitting Diode) for backlighting.
b. The 1* line of LCD consists of icons.
c. Icons explanation from left to right

(1) RSSllevel (Receive Signal Strength Indicator) | (1)(2)(3) (4)(5)(6)(7)
Yil  During a call, the number of bars is proportional EP802
to the radio signal strength received.
(2) Link mode
@1 (2.1) Call in-progress (ON/OFF-Hook)
The number on the right side of phone symbol
indicates which the phone line of Base Station
is active if Multi-Base is on.
g12 (2.2) Intercom in-progress
Indicates if Intercom mode is active
Indicate the Handset ID which is making intercom with.
(3) Speech mode
') (3.1) Speaker Indicator
Indicate if the speaker is active
€ (3.2) Headset mode
(4) Sound and Indication
&  (4.1) Enable ringer

& (4.2) Disable ringer
@ (4.3) Ringer and vibrate mode
() (4.4) Vibrate mode

™ (4.5) Message waiting indicator

(5) Disable PA

p4 Indicate if the incoming broadcast is disabled.
(6) Two-Digit Handset ID

11 Displays the 2-digit Handset ID of own.

(7) Battery Strength

B Number of bars is proportional to the amount of battery time remaining.

d. The 2" and 3" lines of the LCD, maximum 16 characters each,
display status, message, menu selections, or user-editable
alphanumerical characters.

e The last line displays the left and right soft keys.

Ringer
a. Rings to an incoming call and intercom call.
b. Distinctive alert sounds indicating various events:
(1) Single beep: successful key entry.
(2) Double beep: indicates power on/off.
(3) Triple beep: failed operation.
(4) Periodic 1-Long-2-Short beep (every 1 minute): low battery warning
out of range call on hold
Re: No any beep for invalid key entry

TALK/FLASH (£2))

a. Places or answers a telephone or intercom call

b. Sends a Flash signal to phone line to retrieve a dial tone after the call
ends, or to perform the call waiting feature provided by local phone
companies during a call.

SPEAKERPHONE ()
Press the key to enable/disable the speakerphone during incoming,
outgoing or intercom call.

2-WAY INTERCOM (['~7))

a. Places an intercom call to another handset, a group handset (group
paging) or all registered handsets.

b. Intercom calls are digital, full duplex, and are conducted without the
assistance from the base station.

a. Half duplex rodcasting to handsets for immediate announcement
b. Half duplex broadcasting to base stations

Vi N

—

Left/Right Soft Keys ({=] |
a. Make menu selection.

() scrolling Keys
a. Scroll through records and menu selections.
b. Adjust receiver voice volume when in the Talk mode.

“\QJ‘ to adjust ringer volume when in the Standby mode.

C. Press



d. Press {

9. END; On/Off Key (.2,
a. Ends acall.
b. Leaves current menu operation, up one level.
c. Press for 3 seconds to off the power

b. Including received and missed caller ID.
Additional Handset Features

1. Multiple handsets registration
a. Up to 9 handsets can be registered to a base station
b. ID 11-19: individual Handset IDs.
c. 1D 91-99: Group IDs. Handsets can “subscribe” from the handset
menu to group(s) and be paged when a landline caller or an
intercom caller enters a Group ID.

2. Ringer Vibrator
a. Two options for Line (incoming call) ringing & Intercom ringing.
b. Six-level ringer volume selections (Off/Low/Medium/High/Vibrate/
Vibrate & High) for each option.
c. Eight ringer type selections for each option.

3. Caller ID
Displays incoming call phone number and name on the LCD (needs
Caller ID service from local telephone company)

4. Call waiting with caller 1D
Displays 2 incoming call information on the same phone line when 1%
call is in progress (needs Call Waiting with Caller ID service from local
telephone company)

5. Name tagging with caller ID
Match the caller ID with the phone book entries; once matched, the LCD
screen will display the name or nickname instead of pure caller ID info
(needs Call Waiting with Caller ID service from local telephone
company).

6. DND (Do Not Disturb, i.e., Silent Ring)

Call Logs

a. Redial: Stores 10 phone numbers (up to 26 digits each) dialed most
recently. Can perform last-number redial on all 10 numbers.

b. Received & New Call Log: Total 50 entries (16-digit phone number,
16-character names, and Date/Time stamp), needs Caller ID service
from local telephone company.

c. Phone numbers and names can be saved into phonebook while in
display.

Call Barring: Block outgoing call and incoming call.

a. Outgoing call:
a-1. Block the users from dialing long distance calls or international
calls
a-2. Up to 5 digits of each call barring setting; up to 5 entries
allowed.

b. Incoming call:
b-1. PA On/Off: Enable or disable the broadcast from other handsets
or base station. When PA is Off, the handset can'’t receive broadcast
from base station or other registered handsets, but it can broadcast
to base station or other registered handsets.
b-2. Line On/Off: Enable or disable the capability to receive incoming
call from telephone line. When Line is Off, the handset can'’t receive
incoming call from telephone line, but it can still make outgoing call.
b-3. Int. On/Off: Enable or disable the intercom from other handsets
or base station. When Int. is Off, the handset can't receive intercom
from base station or other registered handsets, but it can intercom to
base station or other registered handsets.

c. This changing requires to entering the “Call Settings” -4-3).

[Note] You need to key in the accurate user ID and password to perform

this feature. The default password is “0000".

,” and Soft Key)

7
|

Any Key Answer (except |



10. Key-guard
a. When the keyguard is selected, all keys will be locked.
Press (Left) soft key followed by “ " to release it.
b. The keyguard will be automatically enabled once returning back to
idle mode for 15 seconds.

11. Dialing Prefix
a. Up to 14 digits, including pause(s), one access code can be pre-

programmed to be added automatically in front of the dialed number

when dialing from call logs, phonebook, and dial-and-send dialing.

12. Call Hold
a. Places call on hold

13. Mute

a. Press (Left) soft key during talk, the handset microphone will

be muted.
Press [BI\IVI®MI= (Left) soft key to release it.

14. Phonebook
a. 50 entries, each stores a phone number or handset ID (up to 26
digits) and name (up to16 characters)
b. Alphabetically sorted display and search by letter.
Dial from display.
d. During the stand-by mode, you can enter the phone book by

o

pressing scrolling key.
e. Phone book transfer via air
i. Transfer specific phonebook to one handset or all registered
handsets
ii. Transfer all phonebooks to one handset or all registered
handsets

15. Key tone
a. Four-level key tone volume selections (Off/Low/Medium/High).
b. Four key tone type selections.

16. Call Timers
a. Display call time duration for current call during and immediately
after the call.

17. Programmable Feature Call
a. Allow user to pre-program the most frequently used Feature code
into EP802 which is adjunct to the PBX system.

18.

19.

20.

21.

22.

23.

b. Up to 10 entries can be saved.
c. Once the feature code is being programmed, you can quickly
perform those functions during the call by pressing [Olsl[®]N soft key.

Menu Display

a. To avoid mis-setup in the “Call Settings”(-4), “Phone Settings”
-5), “Base Settings” -6) and Multi-base Setting
WISNE-7-3), these settings can be hidden.

b. Handset password is required before enter Menu Display (--8),
the default handset password is “0000".

c. When disabling the settings, these setting will not displayed any
longer, unless enabled by entering Menu Display again.

PA On/Off

a. Enable or disable the broadcast function.

b. When PA is Off, the handset can’t receive broadcast from base
station or other registered handsets; But it can broadcast to base
station or other registered handsets.

Group Setting
a. Allow handset to subscribe to one or several groups.
Re: Up to 9 groups (91~99) can be subscribed.

Custom Name

a. Allow changing the “EP802” screen to the desired wording or info,
such as the user’s name.
Re: Up to 32 characters can be entered.

Change Pwd
a. Allow changing the handset password which requires entering in Call

Barring (WI=\8)-4-3) and Menu Display (\W=\8}-8) .
Re:Default is “0000”.

DTMF Duration

a. From [I=\\[¥-6-1 to select variable duration of DTMF tone.

b. Defaultis 100ms.

c. When entering the Base Settings, PIN is required. Default is “0000”.
Re: Better to check with your phone company first before changing it.



24,

25.

26.

27.

28.

29.

Programmable Flash key timing

a. From [YJ3X[8l-6-2 to select flash key timing

b. 9-level (100 ms - 900 ms) timing selections, default= 600 ms.

c. The default value (600 ms) works in most areas. Changing this
setting may cause Flash key not working. Change only when you
are certain of the new value would work.

d. When entering the Base Settings, PIN is required. Default is “0000".

Assign next handset ID for new handset

a. Using registered handset from -6-3 to assign a next handset
ID to a new handset.

b. If not assign next handset ID, the system will automatically assign a
handset ID to a new handset..

c. When entering the Base Settings, PIN is required. Default is “0000".

Clear Handset

a. Using registered handset from [JJEN[8}-6-4 to remove the other
registered handset, in case the other registered handset is defected.

b. Once clear the other registered handset, the user is able to register a
new handset for instead.

c. When entering the Base Settings, PIN is required. Default is “0000”.

Change PIN

Allow changing the base PIN which requires entering the “Base Settings”
(ENE-6-5).

a. Using registered handset to change PIN from [JISN[§}-6-5.

b. Default PIN is “0000".

c. When entering the Base Settings, PIN is required. Default is “0000".

Auto Hang Up feature

a. Using registered handset from -6-6 to turn on/off the Auto
hand up feature.

b. If turning on the feature, the handset will automatically hang up the
call when the far-end hangs up the call.

c. When entering the Base Settings, PIN is required. Default is “0000".

Area Code
The area code function allows calls within local and country area codes
to be dialed without the prefix.
a. Enter -4-7-1 to set the “Local” area code.
b. Enter [IS\N¥}-4-7-2 to set the “Country” area code.
Re: Up to 3 digits can be entered.

30.

31.

32.

33.

34.

Multiple Base setting

a. Up to 4 base stations can be set in one system.

Re: For best performance, maintain a distance of at least 5 meters
(about 15 feet) between any two base stations.

Set Time

The set time function allows user to set date/time to support the DTMF
caller ID (DTMF caller ID doesn't attach date/time when receiving from
PSTN, using this setting, user is able to review the date/time when the
caller ID received).

a. Enter [J2NE-6

& A\
b.  pressl2)

Multi-Base is st.

c. Enter Base PIN (Default is “0000").

d. Enter “7” to enter Set Time.

e. Enter 4 digits for MM/DD(Month/Day), then enter 4 digits for hr:mm
(Hour Minute)

f.  Press (left soft key) to finish the setting.

Mic Gain

Allow changing the handset microphone gain based on the handset in
different environment — Quiet, Normal and Noisy environment.

This requires entering the “Phone Settings” (-5-1).

Headset Ring

Allow changing the ringer emitted either from handset speaker or
receiver of headset.

This requires entering the “Phone Settings” (YI=N[§}-5-9).

Baby Monitor

Allow setting the handset monitoring the baby room via intercom call.
When setting Baby Monitor ON, this dedicated handset will not answer
any incoming call, except the 2-way intercom.

This requires entering the “Call Settings” (JI=N[§-4-5).



Base lllustration

Page / Registration

a )

D)

Power LED: blue color
In use LED: white color

Base unit Diagram

By L0

]

DC Jack Phone Jadk

Reset Button Line Jack

Base Features

Basic Base Station Features

Antenna

a. The antenna port has a normal thread connector; to remove
antenna or cable, turn counterclockwise; to install, turn
clockwise. Improper installation may damage the connector.

b. When using an outdoor antenna, locate the antenna (not the
base station itself) as high as possible for a clear transmission
path.

LED

a. Power (bue color): it indicates base station has power.

b. In-Use (white color): it indicates an active telephone line.

RESET Button

a. Restores base station to factory settings
b. Reset button is intended to prevent accidental system reset.
C. All handsets (including administrator) and additional base(s)

need to be re-registered after a base station reset.

Page Button (PAGE)

To search a misplaced handset; press “PAGE” button, all registered handsets
beep for 30 seconds.

Press “PAGE” again or any key on handset to stop.

Registration Button (PAGE)
Enters registration mode along with handset, assigns handset ID (11-19).

Line Jack
Standard RJ-11C/CA-11A connector to plug in the telephone line

Telephone Jack

Another RJ-11C to plug in the optional answering machine

DC In: to plug in the power adaptor



Charger lllustration Charger Features

1. DClIn
Connects to Charger AC Adaptor.

2. Handset Charging Slot
a. Charge handset battery when handset is placed in cradle.
b. Refer to the handset LCD for charging status
(1) Charging: battery status bar is running and the LCD screen showed:
“Charging”.
(2) Fully Charged: battery status bar stands still and the LCD screen would
Handset charging slot display “Charge Complete”
(3) Charge Fail: Should there be any error occurred during charging mode,
the LCD screen would display “Charge Fail”

3. Itis impossible to overcharge the battery using this charger.

4. The adaptor for charging station can be used as travel charger as well.
However, you can't turn off the power while you charge the handset via
travel charger. A warning message” “Unplug Travel Charger then OFF”
will be shown on the LCD.

Notes:

1. Fully charge battery packs before first use.

2. Handset will be “power on” automatically when placing on the
charging slot.

3. However, if you run drain the battery, it will take around one
minute for handset to auto power on.

DCin
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Getting Started Handset and Charger Installation

Base Station Installation 1. Plug the transformer end of the Charger AC/DC adaptor into a standard
AC electric power outlet, plug the other end into the “DC In” jack on the
There are three possible base station setups: back of the Charger.
Base station alone
Base station plus telephone answering device 2. Install battery pack onto the handset.

Base station plus standard telephone

>

3. Install handset antenna.
For best performance, maintain at least a distance of 1 meter (about 3 feet)
between the base station and other electronic devices (e.g., TV, computer, 4. Place handset onto the charger slot.

stereo, fax machine, answer machine, cordless phone, etc.)
5. Fully charge the battery for three hours before use.

1. Install base station antenna.
The base station’s antenna port has a E
!

6. The phone system is now ready to perform basic functions such as
making and receiving phone calls and intercom calls. No base station or
handset programming is needed for basic operations.

normal-thread connector; to install
antenna or cable, turn clockwise; to
remove, turn counter-clockwise.
Improper installation may damage the
connector. —r—

Note:

1. Handset(s) packaged along with a Base Station are pre-
registered at the factory. If you have a new handset, you will
need to register the handset with the base station in order to be
recognized as a member handset by the base(s) and by other
handsets. See Handset Registration.

2. Fully charge battery packs before the first usage.

2. Plug the transformer end of the base

station AC/DC adaptor into a standard

AC electrical power outlet, plug the

other end into the “DC In” jack on the

back of the base station.

a. The base adaptor’'s DC plug is
same dimension as the charger’s
DC plug. The charger adaptor’s
DC plug can fit into the base’s DC
In jack.

3. Plug phone cord into the “LINE” Jack

4. A standard telephone or answering machine can be plugged into the
adjacent jack on the back of the base station marked TEL
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Basic Operations

Operation Modes

Both the base station and handset have levels of operation at which time
only certain procedures of functions can be performed.

A. Base Operation Modes

1. STANDBY mode- this is the default mode. The page key is active in
standby mode only. The base “Power” (blue color) LED will light up
during this mode.

2. TALK mode- the base station operates in this mode during phone call.
The “In Use” (white color) LED will light up during this mode.

3. REGISTRATION mode- the base station enters this mode by pressing
the PAGE button for three seconds. The “Power” (blue color) LED will
be blinking in “Registration” mode, also a prompt sound will be emitted.

B. Handset Operation Modes
1. STANDB mode- this is the default mode. 3 118

a.

C.

d.

If there is no on-going activity, the handset EE802
automatically goes into SLEEP/STANDBY mode
to save battery power.

The handset can be turned off completely by

holding down the ‘L ,” key for 3 seconds.

The standby screen display (custom name) can
be edited.

The 2-dight number represents the handset ID

2. MENU mode

a.

Press the Right soft function key to activate Menu [yain Menu {
mode. 1.KeyGuard

In Menu mode, the handset settings and
information contained in memory can be changed.
The functions available through the Menu
selection are covered in greater detail from page
53.

The Menu structure display as below:

3. Menu Tree

[Menu

’_

—1.KeyGuard |

2.PhoneBook

—{3.Sounds —

— 1.Ring Volume |

.Ring Tone
.Key Voulme

Key Tone

—{4.Call Settings |+ 1.Dial Prefix

.Group Setting
3.Call Barring

.Feature Call
5.Baby Monitor
.Call Manager
.Area Codes

~

—5.Phone Settings |

6.Base Setting

| [oo] [=] [ov] [0] [=] [w] 9] [=
g <
3 &
[¢]
5 g
A 3

Any Key Talk
.Contrast
.Backlight

.Language

.Custom Name

.Change Pwd

.Headset Ring
Enter

Base PIN:---- 1.DTMF Duration

—42.Flash Time

—{3.Assign Next HS

—4.Clear HS

—{3.Change PIN

—47.Registration 1.Register \ —06.Aut0 hang up
L_{7 Set Time
3.Multi-base

§.Menu Display

Enter Password:

1.Call Settings
2.Phone Settings

4.Multi-base




Making a Telephone Call

1

l'a N
" Press l£2)
number.

, wait for dial tone, and then enter phone

2. Alternatively, you can enter phone number first then
press l£=) key.
When using this method, you can use the
(Left) and (Right) soft keys to edit the number
entered. “Delete” erases the last digit entered. “Clear”
erases the entire line but remains in the dial-and send
dialing.

. Speed dial by access the entries in the phone book

4

Tilar & 118
Press REDIAIL
or dial number

REDIAL PHBOOK

432398765

CLEAR DELETE

Main Menu i
2 . PhoneBook

Joe

033289289

OPTION

Notes:

found” after a 6-second time out.

after link is established.

1. |If alink cannot be established, the LCD will show “Base not

2. A call duration timer will start displaying the length of the call

Making an 2-Way/ Intercom Call

The EP802 Cordless Phone System offers private, Intercom/ 2-way radio
calls independence of base station. Intercom/ 2-way communication can be

placedbetween handsets.

1. press|

1 key followed by a two-digit handset ID or

Enter Ext #:

Group ID. ##

1. Intercom calls can be made regardless if the Base Station is
present.

2. If a Group ID is entered, the first handset (belonging to that
group) that answers will establish a link with the caller. See
Handset Group Subscription.

3. Ifalink cannot be established, the LCD shows “Paging

timeout” after a 35-second time out.

Making a Broadcast

A. Handset to Handset Calls

1. Broadcasting all handsets Yall 3 118
a. press and hold key (left top corner of keys) PA Paging
from one handset. To All..
b. Hear a long “Du...” sound while the initiating
handset broadcasting to all handsets within
communication coverage.
c. Start to speak the message to be broadcasted once you hear the “Du

d.

Du” sound; the speakerphone of destination handsets will be opened
up. if it received the voice.

Re: the initiating handset press and hold the
during the speaking or broadcasting.

i

key is needed

Release [ ‘ key to end the broadcasting.
2. Broadcasting a group of handsets ) Yl 3 18
a. Enter the Group ID and then press and hold [ ;A ;a‘gi;‘gl
key (left top corner of keys). o mx -
b. Hear along “Du...” sound while the initiating
handset broadcasting to all handsets.
c. Start to speak the message to be broadcasted once you hear the “Du

Du” sound; the speakerphone of destination handsets will be opened
up. if it received the voice.

Re: the initiating handset press and hold the
during the speaking or broadcasting.

key is needed



d. Release ]‘ key to end the broadcasting.

3. Broadcasting an individual handset

a. Enter the Handset ID and then press and hold J Tull s 116
key (left top corner of keys). PA Paging

b. Hear a long “Du...” sound while the initiating To Ext #12..
handset broadcast all handsets within
communication coverage.

c. Start to speak the message to be broadcasted once you hear the “Du
Du” sound; the speakerphone of destination handsets will be opened
up. if it received the voice.

Re: the initiating handset press and hold the ‘
during the speaking or broadcasting

d. Release ‘ key to end the broadcasting.

Redial

1. Press [g{S8]lA\E (Left) soft key. 3 1B
EE802Z

2. The LCD shows the last phone number dialed. To dial

Dialed #1: 1§
— ‘ —_ 033289289

phone numbers dialed. Select and press \! key to

dial the selected number. OPTION

[Note] Intercom numbers (Handset ID) are not stored in

the last 10 numbers dialed log.

Receiving a Telephone Call

1. When an incoming call arrives, the LCD will show the Yila § 118
caller ID message, and the ringer will ring or vibrate Joe
unless the ringer has been turned off. 033289289

2. If the handset is on the charger cradle (ringer will be
temporarily switched to “Ring” if it has been set to

“Vibrate”), lift the handset and press U ! key to start

conversation.

Re: You can turn on the “Any Key Talk” from [{IS\8)-5-2

Notes:

1. You can press (Left) soft key if you choose to ignore
the call. Unlike turning off the ringer (from the handset menu),
the key operation is valid only for the current call.

2. If Caller ID service is available, the LCD will display the
incoming call information. If the LCD shows “Private” or
“Unknown”, the caller’s information may have been blocked by
the caller or the originating phone company.

Receiving an Intercom Call

1. When an intercom call arrives (called from other Y, 8
. o il s U
handsets, ex. Handset 12), the ringer will ring or Incoming page
vibrate unless the ringer has been turned off. Press from Ext #12

7= N

‘.! to answer the intercom call.

2. If the handset is on the charger cradle (ringer will be
temporarily switched to “Ring” if it has been set to
“ibrate”, lift the handset and press [£2)
conversation.

3. If the handset is not on the cradle and -6-2 “Any Key Talk” setting is
“On”, press any key (except i ,” and the soft key) to answer.
Notes:
1. The LCD displays the caller's Handset ID.
2. You can press the (Left) soft key if you choose to ignore

the call. Unlike turning off the ringer the SJIM=\} key operation is
valid only for the current call.

key to start

Ending a Call

To end a telephone or intercom call, press =) key, or place handset into



charger cradle.

Adjusting Handset Receiver (Earpiece) Voice Volume

1. Voice volume can only be adjusted during a call. i@ & 18

2. There are 6 levels of volume selections. Use L 2.
—

(=) key to adjust

3. The new setting remains effective for all future calls
until changed.

Adjusting Handset Speakerphone Voice Volume

1. Voice volume can only be adjusted during a call (in i@ dng 1@
speakerphone mode). 00:00:15
Volume: 32
2.

3. The new setting remains effective for all future calls
until changed.

Placing a Call On Hold

1. When acall is in progress, it can be put on hold by You have a
I call on hold

pressing the

2. To return to the conversation, press [SINIg[e]Hb] (Left)
soft key

Notes:
1. The call being placed on hold can be “un-hol the handset

that puts it on hold. But if the handset pres

” key to go back

standby, then other handsets can press &£

this held call (If press “ on base, it can also pick up this held

call).

2. Handset LCD displays a call is being on hold. An alert tone
(double beep) every 30 seconds will remind the handset that a
call is being on hold.

3. If the operation (e.g., call transfer) after putting a call on-hold
fails, the held call may be dropped.

Mute

1. After a link is established, you can press [{[S}}= (Left) Y@ & 118
soft key to mute the handset microphone. 00:00:15

2. When mute is active, the other end will not hear your
voice, but still can speak to you.

3. To leave the mute state, press SI\IVIOLI= (Left) soft key. Mute is effective
only for the current call.

Do Not Disturb (Silent Ring)

1. Enter the key sequence [JIEN§-3-1, then select “Off". Yiie: & 118
Press (Left) soft key to confirm your choice. |Joe
This will turn off the ringer until it is turn on again from |033289289
the menu.
Re: When setting the ringer “Off”, the standby screen
will show “Ringer off”.

2. For temporary silencing the ringer when an incoming
call arrives, press (Left) soft key.

Key Guard

1. To prevent accidental dialing, you can press
(Right) soft key, then press” 1" to select KeyGuard Locked
option. The handset keypad is locked. No key entry is | No new calls
accepted.

2. To unlock the keypad, press [BI\IX6I®f{ (Left) soft key, [press * to




3.

then, within 2 seconds, press the digit “ " to unlock.

Once returning back to standby mode for 15 seconds,
the keyguard will be automatically enabled.

4. Key Guard is in effect until unlocked.

Battery Recharge and Replacement

1.

Charge the battery when one or several of the following happen:
a. Phone beeps twice (every 60 seconds in talk mode, every 10
minutes in standby mode).
Battery icon is empty.

Phone does not respond when a power on/off key “
LCD and backlighting become dim.
Talk range shortfall is experienced.

J is pressed.

oo oo

You can replace the handset battery after placing the call-in-progress on

hold and press @‘ key. To retrieve the call on held, press talk key again
after replaced battery and power the handset on..

Battery talk time and standby time vary depending on the talk/standby
pattern and the operating distance. Putting the handset back to charger
cradle as often as possible is recommended for best performance. Use
only manufacturer provided battery and charger!

Advanced Operations

Handset Registration

1. If your handset(s) is purchased as part of a system, it has been pre-
registered with the base station at the factory.

2. If Handset ID as “00,” that means it is a new handset or the ID has been
erased. You need to register the handset with the base station.

3. Registration:

a. Press |JISN-7 to enter the registration mode
b. Press and hold the base’s PAGE button for 3

Main Menu
7.Registration

seconds until the In Use LED (white color) lighting
up and flashing, also the base station will emit
prompt sound to remind you the base station is in
the registration mode..

Press handset key “1”, this completes the Registration ¢
registration process. The base station will assign a |1 register
handset ID between 12 and 19 automatically. The
assigned ID will be displayed on the handset LCD,
indicating successful registration.

d. Repeat above steps for all additional handsets.

4. De-registration:

a.

. Press and hold the base’s PAGE button for 3

You can de-register the handset you’re using from
the base station. De-registration will reset the
Handset ID to 00, erase the system security code,
and free up the handset ID for future registration.

Main Menu
7.Registration

. After deregistration, the handset will not be able to

use the base station to make or receive phone
calls, nor can it intercom other handsets.
Press [YIS\[8)-7 to enter the registration mode

Registration i
2 .Deregister

seconds until the In Use LED (white color) lighting
up and flashing, also the base station will emit
prompt sound to remind you the base station is in
the de-registration mode.

Press the handset number key “2”, this completes
the de-registration process. Upon successful de-




registration, the handset display will show "Please
register”.

Notes:

1.

The base station has a 30 second registration timeout starting
from pressing the PAGE button. The handset has a 6 second
registration timeout starting from the registration or de-
registration option has been selected. The base station and
handset will automatically exit registration mode after timeout.
Repeat registration or de-registration process if unsuccessful.

1. The handset can change group affiliations at any time.

2. The base station is not responsible for group assignments.
Consequently, it cannot de-subscribe a handset from a group.

3.  When an intercom caller enters a group ID, all handsets

subscribed to this group will ring. The first handset to answer will

establish a link with the caller. Afterward, it is a one-to-one call,
not a one-to-many call.

Call Transfer

While a telephone call is in progress, you can transfer it between different
handsets.

Handset Group Subscription

1. Up to nine handset groups (91-99) can be defined and
handsets can decide which group(s) they want to be
in.

2. For example, Group 1 represents the Customer
Service Group, Group 2 represents the Sales Group,

and Group 3 is the Marketing Group. Suppose that
Handset 11 wants to receive incoming rings for all
Sales and Marketing related calls. Then handset 11
will need to “subscribe” to Group 2 and Group 3.

3. Group Selections:
a. Press handset [JJSN[§-4 to enter the Call Settings
menu
b. Press number “2”, handset enters group setting
menu.

c. Press [®ldl[®l\ soft key and followed by “1” key to
subscribe the group (“9 , :1~9). Enter 1~9.
d. Repeat for all desired groups.

e. Delete group selections by pressing soft
key and followed by “2” to Unsubscribe the group.

Main Menu
4.Call Settings

Call Settings }
2.Group Setting

SELECT BACK

Subscribed i
None

OPTION BACK

Enter group tc
subscribe
c#

E

Enter group to
unsubscribe
g4

|| Notes:

2. Press the l!

. Press (Right) soft key, followed by the

destination handset ID, then the held call will be
transferred directly.

After the call transferred to destination handset, the
original handset will go back to standby mode
automatically.

Indirect transfer
If you want to talk to the destination handset before the

destination handset ID.

or ‘\ of the destination handset to
answer the intercom call, you can now talk to the

destination handset. After the talking, press l@J to end
the intercom call, then the destination handset is able
to pick up the incoming call automatically.

After the call transferred to destination handset, the
original handset will go back to standby mode

Y@ & 118
00:00:15
Volume: 4

MUTE OPTION

You have a
call on hold

UNHOLLD J XFER

Yall s 1@
Enter Ext #:
#4

R = |

Yia: ¢ 118
00:0C:1¢5
Volume: 4

MUTE OPTION

Yill s 118
Enter Ext #:
#4

- E3



automatically.

Notes: If the destination handset does not answer after handset
paging or transferring timeout, the call is routed back to the
originating handset.

Phonebook Operations

1. You can store up to 50 entries in the phonebook.
Each entry can contain a phone number or handset 1D
(up to 26 digits) and a name (up tol16 characters).

See table below for a list of available characters
and their orders. For example, press 4 once for
the character “A”, twice for “B”, etc.

2. To access the phonebook, press [I=Nl¥ (Right) soft Main Menu

S

key, followed by ; or press (L") scrolling key while | 2-PhoneBook
the handset is in standby mode.

Joe
033289289

3. To add a new entry: OPTION

a. Press (Left) soft key.

b. Enter the name when LCD prompts “Name?” Use
(Right) soft key to delete the last digit
entered. When completed, press (Left) soft
key to save.

Re: Up to 16 characters can be entered as the
name.

Notes:
1. When enter a phone number, the cursor automatically advances to

the next digit field. Use & %— scrolling key to move the cursor
backward or forward to |nsert or delete (the digit above the cursor, or
left of the cursor if cursor is on the right of the last digit).

2. When entering a name, the cursor automatically advances to the
next character field if you press a different key for the next character.
If you need to enter consecutive characters frt from the . same key, you

3 scrolling key
tom move the cursor backward or forward manually. Also use @ or

\— to move the cursor to insert (to the left of the cursor) or delete
(the character above the cursor, or left of the cursor if cursor is on
the right of the last character).

3. By default, all letters are entered in the upper case. Use the * key to
toggle between upper and lower cases.

4. A “Pause” entry represents a 1 second delay in dialing the following
digits, which is useful when calling a sequence of segmented
numbers (e.g., access code, credit card number, auto-attendant
entries, etc.) Pause is entered by pressing the  key twice (LCD
displays P). Entering pause twice (PP) will result in 2 seconds pause
in the dialing.

c. You will then be prompted to enter a number for the | yumber?
name just entered.
Re: Up to 26 digits can be entered as the nhumber.
d. After entering the number, press the (Left)
soft key to save this entry into phonebook.

e. Enter a phonebook entry without a name, the all
records without name will be placed on top of the
phonebook list.

f. To enter the name, press the corresponding
keypad number one or more times according to the
order of the character on the key.

5. Character Table:
Key Characters and Orders
‘+,.*0) &1
ABC?2
DEF3
GHI4
JKL5
MNOG6
PQRS7
TUVS
WXYZ9
0
Caps — when in character editing.
— when in number editing.
# Space & —when in character editing
# & P (Pause) — when in number editing

OO0 |NO|O™WIN|F




4. The entries are alphabetically sorted and stored as a list in an ascending

5.

6.

7. To erase phonebook

. Press to erase the desinated phone entry.
. LCD shown “Delete entry?” Press (Left) soft | Tom

. To edit phonebook:

order (A to Z) from the top of the list.

The first line of LCD display shows name and the 2" line shows the
phone number. If the phone number is longer than 16 digits, press
(Right) soft key and select Option 3 “View Number” to view the
complete number.

To search for a record:

L~ scrolling key to enter the Phone Book mode.

Press a key that corresponds to the first character of the name you
are looking for.

For example, you are looking for “EnGenius”, and then press the
number fonce.

Use
looking for.

scrolling key to locate the exact record you are

(2 dorl) scrolling key or the alphabetical Joe
search method to locate the record to be erased or | 033289289
edited. OPTION

. Press [oI-Rl®l\| (Right) soft key to enter option

menu.

Delete entry?

key to confirm your change. 1234567¢

(2 )or (1) scrolling key or the alphabetical 3
search method to locate the record to be erased or |Joe
edited. 033289289
ADLC OPTION
. Press [oJdl[®]l\ (Right) soft key to enter option Name ?
menu. _
. Press 4 to edit the desinated phone entry. Caps = *
SAVE DELETE

9.

Dial from dlsplay

(<) or [
displayed.

to dial the phone number or Handset ID

10. To transfer phonebook:
To transfer phonebook, both parties have to enter the phonebook transfer

mode firstly by following below: -
a. Press m right soft key follow by ] or L 2.

¥ ) scrolling key
to transfer when handset in phonebook mode.
For phone sending party, press [fljto enter sending mode.
i. Either press [EEN(left softkey) to transfer all phonebook entries
to another handset(s).
i. Or press IEONEN(right softkey) to transfer one entry to another
handset(s).
iii. Press 2-digit handset ID or group ID, then select all phonebook
entries or one entry to be transferred.
e : “00” means all handsets
iv. During phonebook transferring, LCD shows “Sending” and 2-digit
countdown on the LCD to indicate the phonebook numbers which
are waiting for sending.
For phonebook receiving party, press 4 to enter receiving mode.
i. When entering the receiving mode, LCD shows “Ready”.
ii. Startto receive phonebook, LCD shows “Get phonebook from
Ext. #: xx".
iii. A beep emitted when receiving each phonebook.
iv. When the phonebook receiving, 2-digit countdown on the LCD to
indicate the phonebook numbers which are waiting for receiving.

Re: The phonebook transfer through the wireless interface, it may partially

miss transmission by interference.

Call Barring

1. Block the users from dialing the long distance calls or international calls.
And also block the incoming call from outside line or other registered
handset.

You need the password to enter the setting. The default password of
handst is “0000".



2. Press YI8\l¥-4-3 to enter Call Barring. Enter the 1. Press SjaMeq] left soft key to confirm your selection

Call Barring i

Call Settings i

password of handset, followed by (Left) softkey |3 ca11 Barring for “Incoming”. 2. Incoming
scrolling key to select blocking item.
Block Outgoing Call '
1. Press M left soft key to select to block oo 1 a. Press Eis8=8] left soft key to confirm your Incoming 3
“Outgoing” and confirm your selection. Call Barring selection for receiving or blocking broadcasting. 1.PA On/Off

1.0utgoing

Press [®glA\\[€]= |eft soft key to switch between On  [EEiafales BACK
and Off of this setting.

2. =) scrolling key to switch between On  |outgoing 3
and Off of this s settlng Press Sj=H=®q] left soft key to  |off Re: “On” means to be able to receive broadcast

confirm your selection.

Re The default of Call Barring is “Off" from other hansets or base station. “Off” means to

restrict the broadcast from other handsets or base

station.
3. To add the Call Barring code
a. Once turn on the Call Barring feature, you can key |gumber? -
in the “Cal Barting’ code. b. Press left soft key to confirm your
Press m (Left) soft key then start entering the
Call Barring code After the number entered, press
(Left) soft key to save it.

(1) Up to 5 digits can be edit to be Call Barring code. For
example, if you want to block all call dialing to
Manhanttan, NY area, you can enter 1212 as the
Call Barring code.

| o ) . Incoming
- selection for receiving or blocking line call. Z.Line On/Off

Press [@®glA\N[€]= |eft soft key to switch between On
and Off of this setting.

Re: “On” means to be able to receive calls from
outside line; “Off” means to restrict calls from

(2) If you base station is adjuct to a PBX system, please outside line .
also include that specific number to retrieve the
PSTN tone. C, Press left soft key to confirm your Tncoming 1
b. Press right soft key to delete or edit the  [¢.1) arring 4 selection for receiving or blocking intercom call. 3.Int. on/Off
Call Barring codes. 1212
c. Upto 5 sets of Call Barring codes can be Press left soft key to switch between On
programmed. OPTION and Off of this setting.
d. If wants to block all outgoing calls, enter “ Re: “On” means to be able to receive intercom
" 5% ”keys followed by, press (Left) soft calls from other handsets or base station; “Off’
key to save it, all outgoing calls will be restricted. means to restrict intercom calls from other handset

) or base station.
Block Incoming Call

~43~ ~44~



Programmable Feature Call

1.

If EP802 base station is installed behind a PBX system, it is feasible to
pre-program some feature call along with the PBX'’s feature code into the
system.

Up to 10 most frequently used feature call codes can be pre-
programmed.

Name and enter feature call codes:

a.

Press [MANE (Right) soft key while the handset is
in the standby mode.

Press “4”, followed by “4” to enter the “Feature Call”

menu.
Press (Left) soft key to add a new entry of
feature call.

Key in the name of feature call, like editing a
phonebook entry, i.e. “PBX Transfer”.

Press SJA\= (Left) soft key to confirm.

Key in the feature call code of the correspondence
PBX feature i.e. F 70.

Press SIA\= (Left) soft key to confirm.

Re: “F” represent the Flash signal.

The 1% feature call and correspondence feature call
code you entered will appear on the LCD screen.

Press (Right) soft key to delete or edit the
feature call you programmed into the system.
Repeat the same operations to program 2" and
even more feature call that you will use frequently.

4. Using pre-programmed feature call during the call.

Call Settingsi
4 . Feature Call

Empty

Feature Name?

Eaps = *

SAVE DELETE
Number?

SAVE DELETE

PBX Transfer
E*7C

OPTION

a. Press (Right) soft key while the handsetis [T &1 & 11
in the talk mode. 00:0C:1=5

b. Press the correspondence number of the feature
call which you want to perform i.e. press “0” to
perform the “PBX Transfer”.

Volume: 4

Til® & 118
Option:

C.PBX Transfer
# . Phonebook

Notes:

1. This feature call would be useful if the EP802 base station is adjunct
to a PBX system,

2. if you have not pre-programmed any feature call into the system,
only “#.Phonebook” in the menu.

3. The EP802’'s programmable feature call may not function with all
PBX or Key phone systems due to the diversity of various proprietary
systems.

Caller ID

1. Contact with your local phone company to subscribe to this feature. The
phone system receives and displays Caller ID information transmitted by
your local phone company. This information may include the calling phone
number, name, date and time. This unit can store up to 50 calls of caller ID
information.

2. The display will show the date and time of call on the first line, followed by
the name on the second line, and the phone number on the third line. An

unread record will have a “NEW” at the end of the first line of display.

3. When viewing a call record, the number can be dialed, stored to the phonebook or
deleted.

View Call Log

01/04 08:20P NEW
Johnson
423-1234




Option:
Save

L OPTION right soft key, you can ;
to choose save, delete, clear all.

& save calllog: E=3 BEXY

Name?
= Johnson_
_” key to scrool the name, and press Cap = 3

DELETE to edit the name. SAVE DELETE

—y

“ﬂ key to scrool the number, and  |Numbez?

press %edlt the number. 4231234_
Then press left soft key to save the p— p——
number.
(3) After above process, the call log saved into
phonebook.
b. Delete call log: Option:

(1) Press J=W2e8Y] right soft key followed by Delete
left soft key to confirm deleting.

c. Clear All: Option:
(1) Press right soft key followed by Clear all
left soft key to confirm clearing all caller ID
records.

Call a Caller ID

Multi-Base Setting

“Multi-Base” setting allows expanding coverage or lining capacity. When
adding 2™, 3" or 4™ base station, using one of the handsets which registered
to the 1% base station (i.e. the handset with ID 11), followed by below
processes

1. Press YIS\ right soft key followed by “7” to enter the  |gegistration
registration mode. 3.Multi-Base

2. Press & hold the base station PAGE button for thress [ 5 - !
seconds, the base station will emit the prompt sound  |gg 41
(also the base In Use LED is flashing).

3. Press digit “3” of handset to enter the Multi-Base
setting.

4. Select BS # 1

5. Repeat above step 1 ~ 4 to continuously add the 2"
3 or 4™ base station.

Re The base ID for 1% base station is “10”, for 2™

base station is “20", for 3" base station is “30", for
4" pase station is “40”.

Notes:

1. When initial setting the “Multi-Base”, you have to select the BS #1
first, then followed the above steps to select 2" 3" or 4" pase.

2. For synchronization mechanism, all handsets must be register again
before start using multi-base scenario. i.e. the initial handset ID with
1x must register to BS1, and the rest handsets must be registered to
2" 3" or 4™ base station respectively.

3.  After all above processes, the “Multi-Base” is complete then.




Call Manager

“Call Manager” feature allows two options

1.0ne is the handset to be set to receive incoming calls or make outgoing
calls (2-way intercom, broadcast and transferred call are allowed). The
option is selectable by base station 1 to base station 4.
Re: “Call Manager” item will be hidden if Multi-Base function is disabled.

2.The other option is the handset to be set to access to available bases
automatically or manually.

For 1* option (Subscribe BS)
1. Press right soft key followed by [ to enter the [ca11 settings:
Call Settings mode. €.Call Manager
Press “6” to select Call Manager.
Re: “Call Manager” item available or selectable only if
Multi-Base function is enabled.

2. Press [} to set Subscribe BS.
. . Call Manager i
Re When entering the submenu of Subscribe BS, |1 sybscribe BS
the LCD will show the available bases which
already subscribed.

2 ) or () key to select the desired base station (#1~4), press
(®fgVAN[€]= left soft key to set the Subscribe BS ON/OFF.

4. If set the Subscribe BS ON, that means the handset is able to access
the line of the desired base station, so the handset is able to make
outgoing call or answer incoming call via the desired base station.

On the contrary, if set the Subscribe BS OFF, then the handset can't
access the line of the desired base station, so the handset isn’t able to
make outgoing call or answer incoming call via the desired base station.

For 2" option (BS Selection)

1. Press right soft key followed by Bl to enter the [ca11 settings:}
Call Settings mode. €.Call Manager
Press “6" to select Call Manager.

2. Press “2"to set BS Selection.
S . Call Manager i
Re Default setting is “OFF”. > BS Selection

3. Press [®gEW€]= left soft key to set the BS Selection ON/OFF.

Re If BS Selection set“ ON , when pressing &

:‘ key, the LCD will show the available bases
(Lines), i.e. 1, 2, 3, 4. Press digit “1”, you can access
to base 1 to get the line.

Note When single base, no “Call Manager” setting in “Call Settings”.

Visual Message Waiting Indicator (VMWI)

VMWI feature supported the FSK message which received from telephone
line; It will activate a message icon of handset and flash the VOICE
MESSAGE LED of base.

Notes:

1. A subscription to telephone company voice mail service is required.

2. If the handset still indicates the icon even after you have listened all messages,
turn it off by pressing and holding “Caller ID” key on the handset.

Adjust Handset Microphone Gain

In case you will use the handset in different workplace or environment, to
perform better voice quality for the other end, you can adjust the handset
microphone gain to suit for variable place.
a. Press right soft key while the handset is in the standby
mode.
b. Press “5” (Phone Settings), followed by “1” to enter the “Mic. Gain”
menu

) J key to scroll the “Standard”, “Medium” and “Low”
options.

d. If you are using the handset in quiet environment, like office or
meeting room, the level of “Standard” is recommended.

If you are using the handset in a noisy environment, like factory or
outdoor place, the level of “Medium” or “Low” is recommended.



Adjust Headset Ring

When using headset, to avoid missing the call due to the ringer emitted from
receiver of headset, you can change the ringer emitting from either handset
speaker or receiver of headset.
a. Press right soft key while the handset is in the standby
mode.
b. Press “5” (Phone Settings), followed by “9” to enter the “Headset
Ring” menu.
c. Select “On”, the ringer will be emitted from the receiver of headset;
If select “Off”, the ringer will be emitted from handset speaker.

Baby Monitor

You can set any one handset as a “baby unit” to monitor the movement of
baby or older person.

When enabling the baby monitor, the “baby unit” will automatically enter the
monitoring mode via 2-way intercom.

For example, if setting handset A as a “baby unit”, when making an intercom
call from handset B, the handset A will automatically enter monitoring mode
without ringing; Also you can hear the all movements around the handset A
via the handset B.

a. Press right soft key while the handset is in the standby
mode.

b. Press “4” (Call Settings), followed by “5” to enter the “Baby
Monitor” menu.

c. Press “CHANGE” to switch ON or OFF (default is OFF).

Re: To avoid any disturbance, during the monitoring, the dedicated
handset will not answer any incoming call, except the intercom.

Menu Operations

[Menu ——{1.KeyGuard

2.PhoneBook

—{3.Sounds

—1.Ring Volume

.Ring Tone
3.Key Voulme

Key Tone

—{4.Call Settings

[ 1.Dial Prefix

.Group Setting
3.Call Barring

A~

.Feature Call
5.Baby Monitor
6.Call Manager
7.Area Codes

—{5.Phone Settings |

L
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°
Q
£
=]

6.Base Setting

I

.Any Key Talk

o)
Q
o
=
=
=
[
a

.Backlight

t

O] [o0] [N] [] [tn] [&
z
o
3
o
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i

.Language
.Custom Name
.Change Pwd
.Headset Ring

Enter
Base PIN:----

1.DTMF Duration

§.Menu Display

—42.Flash Time

—{3.Assign Next HS

—4.Clear HS

—{3.Change PIN

Enter Password:

—47.Registration 1.Register —{6.Auto hang up
L{7.Set Time
3.Multi-base

1.Call Settings
2.Phone Settings

4.Multi-base




Press [Y=\1¥ right soft key to enter menu mode while the phone is in
standby mode.

Re: You can either press = (), followed by left soft key to
confirm the selected menu. Or Press the digit directly to confirm the
selected menu. For example, press right soft key followed by
and [j to select the Ring Volume.

Press i to select KeyGuard (see Key Guard operation on page _34).

Press 4 to add, delete, edit, view and edit the phonebook (see
Phonebook instruction on page 39 ).

Press ] to set Sounds settings:

a. Press [} to select Ring Volume:
Two options for ring volume: Line (for incoming call) and Intercom (for
intercom call). Set each option respectlvely

When setting each option, use _” to scroll through 6 options:
“Off", “Low”, “Medium”, “High”, “Vibrate” and “Vibrate & High”. Press
left soft key to save selection. Default = Medium.

b. Press 4 to select Ring Tone:
Two options for ring tone: Line (ring tone for incoming call) and
Intercom (ringer for intercom call). Set each option respectively.

— 8 _,‘ to scroll through 8 ringers, press SjSRH®Y] left
soft key to save selection. Default =
c. Press 3 to select Key Volume When a key is pressed:

(2 ) or (=) to scroll through 4 options: Off, Low, Medium, and
High. Press left soft key to save selection. Default =
Medium.

d. Press [} to select Key Tone:

Use the L 2J y to scroll through 4 options: 1, 2, 3 and 4. Press
SELEC Ieft soft key to save selection. Default =

5. Press g} to set Call Settings:
a. Press i} to set Dial Prefix:

)

L) —~J to turn on or off the dial prefix feature.
Default = Off.

(2) If“On”is selected, the handset is prompted to enter the prefix
number, up to 14 digits can be entered.

(3) Use ight soft key to edit prefix number.

(4) Press BlAWIS left soft key to confirm the selection.

(5) When this feature is turned on, the LCD will prompt the user
“Dial Prefix? Yes or No” on each outgoing phone call from call
logs, phonebook, and dial-and-send dialing, the current prefix is
also displayed.

Re: the prefix number will be added automatically in front of the
dialed number if press left soft key.

(6) This feature is useful for access code, calling card, and credit
card calls, etc.
Press 4 to Group Select: see Handset Group Subscription on page
37.
Press ] to set Call Barring: see Call Barring operation on Page 42.
Press 8 to set Feature Call: see Feature Call operation on Page 45.
Press ] to set Baby Monitor: see Baby Monitor operation on Page
51.
Press E to set Call Manager: see Call Manager operation on Page
49.
Press 4 to set Area Code:
The area code setting allow calls within local and regional area codes
to be dialed without prefix.
(1) SetLocal Area Code :
Press -4-7-1 to set the LAC. Enter the local area code (3-
digit) then press left soft key to confirm selection.
(2) Set Country Area Code :
Press -4-7-2 to set the country code. Enter the code (3-
digit) then press left soft key to confirm selection.

6. Press g} to set Phone Settings:
a. Press i} to set Mic Gain: See Mic Gain operation on Page 50.



Press pd to set Any Key TALK:
Use left soft key to select and confirm “On” or “Off".

Default is “Off".

Re: When set “on”, press any key (except i
answer the incoming call.

) and SIR2NR key) to

Press [fJ to set LCD Contrast:

= Or & ” to scroll through option 1~8. Default is 6.
) Press S left soft key to confirm selection.
Press ] to set LCD Backlight:

() or (&) 10 scroll through option 1~3 (1.8 seconds 2.0n
3.0ff). Default is “8 seconds”.

(2) Press SIA\Y= left soft key to confirm selection.
Press g to set Name Tag:

(1) Use [®fglN[€e]s left soft key to select and confirm “On” or “Off".
Default is “Off".

(2) Press SIA\Y= left soft key to confirm selection.

Re: When Set “On”, the handset match the caller ID with the phone
book entries; once matched, the LCD screen will display the name
or nickname instead of pure caller ID info (needs Call Waiting
with Caller ID service from local telephone company)

Press ﬂ to set Language:

J Or { _” to scroll through option (English, Spanish,
French Itallan German, Dutch, Polish, Czech, Hungary,
Romanian, Turkish).

Default is “English”.
(2) Press SfA\Y= (Left) soft key to confirm selection.
Press g to set Custom Name:

(1) Enter characters using the Character Table and method
discussed in the Phonebook section.

2 or L) to move the cursor backward or forward to
insert (to the left of the cursor) or delete (the character above the
cursor, or left of the cursor if cursor is on the right of the last
character).

(3) Press BIAWA= (Left) soft key to confirm setting.

Re: Once entering the custom name, the greeting of LCD in standby
mode will be changed as the entering.

Defalut greeting is “EP802".
Press ] to Change Password:

(1) Enter original password (4 digits) of handset then press @E left
soft key when enter this menu.

(2) Enter new password (4 digits) then press left soft key to
confirm new password.

Press E to set Headset Ring: See Headset Ring operation on Page
51.

Press E to set Base Settings:
When enter this menu, you must enter Base PIN code first (4 digits).
Re: The PIN code is for Base Settings. Default is “0000".

a.

Press i to set DTMF Duration.

(1) Enter the DTMF duration (90~200ms), press [8]& left soft key to
confirm the setting. Default is 100ms.

Re: Please check with your dealer before you change it. If the duration

not matches with PSTN or PBX setting, it may operate faultily.

Press . select flash key timing. Default is 600ms.

1) usel2) “ﬂ, to scroll through option 1~9 (100~900ms). Or
press digit key (1~9) directly.

(2) Press left soft key to confirm selection.

Re: The default value (600 ms) works in most areas. Changing this
setting may cause Flash key not working. Change only when you
are certain of the new value would work.

Press [ to set Assign Next HS

(1) Enter 2-digit handset ID followed by pressing left soft key.

(2) When register a new handset, the base will assign the specific
handset ID which assigned in advance to the new handset.

Press [ to set Clear HS

(1) Enter 2-digit handset ID followed by pressing left soft key.

(2) The base will erase the handset ID from system.

Press [J to Change PIN:

(1) Enter the new Base PIN followed by left soft key.

Re: Default Base PIN is “0000".

Press E to set Auto Hang Up:




(1) Use [ofgla\V€]= left soft key to select and confirm on or off. The Index
Re: When setting “on”, the EP802 will automatically hang up if the far

end caller hung up already. However, this function depends on if .2
there is “dial tone or busy tone” signal sent out by PBX or PSTN, 2-Way Intercom, 14, 29
after the call hung up.
g. Press | to Set Time to support DTMF Caller ID: - A
(1) Use left soft key to select and confirm the Date and Time Adjusting Receiver (Earpiece) Voice Volume, 33
you have set (see Set Time operation on page 20). Adjusting Handset Speakerphone Voice Volume, 33

Adjust Handset Microphone Gain, 50
Adjust Headset Ring, 51

. . . Area Code, 19, 54
8. Press jf to register, de-register handset and set Multi-Base: see Handset

Registration operation on Page 36, and Multi-base Setting on Page 48. . B
Base ID, 48
) Base lllustration, 21
9. Press [ to set Menu Display: Base Operation, 27
To avoid mis-setup of Call Settings (MENU-4), Phone Settings (MENU-5) Base PIN, 18, 19, 20
and Base Settings (MENU-6), you can hide these menus, so that other Base Station, 5, 6, 9, 10, 14, 15, 20, 22, 25, 26, 27, 28, 30, 36, 43
handset users won’t have chance to mis-settup these settings. Base Station Features, 22
_ ) _ Base Station Installation, 25
Re: When entering the Menu Display, you have to enter password first. Battery, 5, 7, 10, 24, 26, 27, 35
a. Press [/ to set hiding/un-hiding of the Call Settings menu. Battery Recharge and Replacement, 35
) Battery Safety Instructions, 7
(1) Use [@®glA\Nle]= left soft key to select and confirm on or off. Battery Strength, 13
b. Press B} to set hiding/un-hiding of the Phone Settings menu. Block Incoming Call, 43
Block Outgoing Call, 43
(1) Use [@®gl\Nle]= left soft key to select and confirm on or off. Broadcast, 14, 16, 18, 31, 44, 49

Broadcasting a Group of Handsets, 30
Broadcasting all Handsets, 30

(1) Use [®gRN\[€]= left soft key to select and confirm on or off. Broadcasting an Individual Handset, 31
BS Selection, 49

c. Press ] to set hiding/un-hiding of the Base Settings menu.

d. Press ] to set hiding/un-hiding of the Multi-base Settings menu.

(1) Use [ofgl\[e]= left soft key to select and confirm on or off. - C
Call Barring, 16, 18, 42, 43, 54

Call Log, 16, 17, 46, 47

Re: Select “On” means the menu will be displayed on screen. Select “Off” Call Timer, 17
means the menu will be hidden. Call Transfer, 33, 37
Call Hold, 17

Caller ID, 15, 20, 31, 32, 46, 47, 50, 55, 56
Call in-progress, 13

Call Manager, 49, 50, 54

Call Settings, 16, 18, 20, 37, 49, 50, 51, 54, 57
Call Waiting, 14, 15

Call Waiting with Caller ID, 15, 55
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Cardiac Pacemaker, 4

Change PIN, 18, 19, 56 - L

Charger Features, 24 Line Jack, 22

Charger lllustration, 23 Lithium-lon (Li-lon), 7, 10
Line Reversal, 56

D

De-registration, 36

DND, 15 - M

Do Not Disturb (Silent Ring), 15, 34 Making a Broadcast, 30

DTMF Tone, 18 Making a Telephone Call, 29

DTMF Duration, 18, 56 Making an 2-Way/ Intercom Call, 29
Memory, 27

- E Menu Display, 18, 57

Electric Shock, 4, 5, 6 Menu Mode, 27, 53

Emergency, 4 Multiple Handsets Registration, 15

Equipment Checklist, 10 Multi-Base Setting, 18, 48, 57
Mute, 17, 33

- F

Flash, 14, 19, 36, 45, 48, 50, 56 - N

Feature Call, 17, 45, 54 Name Tagging, 15, 55

G - 0

General Safety Instructions, 4 Outdoor Antenna, 10, 22

Group ID, 15, 30, 38, 42

Group Setting, 18, 37 - P

Group Selections, 37, 54 Phonebook, 14, 16, 17, 39, 45, 46, 47, 53, 55
Phone Settings, 18, 20, 50, 51, 54, 57

- H Placing a Call On Hold, 33

Handset and Charger Installation, 26 Power Outage, 5, 9, 25, 26

Handset Charging Slot, 24 Product Safety Instructions, 5

Handset Features, 13, 15 Programmable Flash, 19

Handset Group Subscription, 37, 54 Programmable feature call, 17, 45, 46

Handset ID, 13, 15, 17, 19, 22, 27, 30, 31, 32, 36, 38, 39, 42, 48, 56

Handset Registration, 36, 57 - R

Handset to Handset Call, 30 Receiving a Telephone Call, 31

Hearing Aid, 4 Receiving an Intercom Call, 32
Redial, 16, 31

- REG, 22, 37, 48

IDLE Mode, 17, 27, 35 Registration Key, 22
Registration Mode, 22, 27, 36, 48

- K Regulatory Information, 8

Key Guard, 34, 53 REN, 8

Key Tone, 17, 53 Reset Button, 22

Key Volume, 53 Ringer, 14, 15, 20, 31, 32, 34, 51, 53
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Ringer Volume, 14, 15
RSSI, 13

- S

Safety Instructions, 4

Set Time, 20

SILENT, 15, 32, 34

Spare Battery, 10

Speed Dial, 29

Speakerphone, 14, 30, 31, 33, 48
Subscribe BS, 49

- T

Talk Mode, 14, 27, 46
Talk/Flash, 14

Technical Specifications, 62
Transformer, 25, 26
Two-Digit Address Index, 13

-V

Vibrator, 15

View Call log, 46

Visual Message Waiting Indicator, 50

- W
Warning Message, 24

Technical Specifications

Electrical Specifications

Base Station

Portable Handset

Frequency 863-865 MHz 863-865 MHz
Peak: 8 dBm Peak: 7 dBm
RF Output Power Average: 5 dBm Average: 5 dBm
Channel Spacing 50 kHz 50 kHz
Number of Channels 38 38
Modulation GMSK GMSK
TDD Frame Length 10 ms 10 ms
Number of Slots/Frame 2 2
Receiver Sensitivity <-116dBm (@ BER 10%) | <-116dBm (@ BER 102
. . Long: 2.5 dBi
Antenna Gain 2 dBi Short: 1.5 dBi
Antenna Connector TNC Proprietary
Telephone Interface RJ11x2 NA
Channel Coding i rateC%nI%/glutlonal * ¥ rateConvolutional + CRC
Transmission Data Rate 42.667kbps 42.667kbps
Speech Coding 8 kbps G.729A 8 kbps G.729A
User Data Rate 32kbps duplex 32kbps duplex
Duplex Time Dl(\_/l_lgg? Duplex Time Division Duplex (TDD)
Multiple Access FDMA FDMA
Number of System ID 65,536 65,536
Ring Signal 20-50 Hz, 12-90 Vrms NA
Flash Time 100-900 ms NA
programmable
Power Source AC/DC 12V/1A Adapter 3.7 VlléOOmAh Li-lon
attery
NA 550mA
Charger Current (550/850 mA for desktop
charger)
Charge Time NA 3hours

EN 301 357-2 (RF)

EN 301 357-2 (RF)

EN 301 489 (EMC)

EN 301 489 (EMC)

Regulation Compliance

EN 60950 (Safety)

EN 60950 (Safety)

EN 50371 (RF safety)

Operating Temperature

0-50°C

-10-60°C

Notes:
1. NA =Not Applicable.

2. The manufacturer reserves the right to change designs and specifications

without notice.




Opmerkingen:
1.

Het basisstation heeft een registratietime-out van 30 seconden

Het basisstation is niet verantwoordelijk voor groepstoewijzingen.
Daarom kan het een toestel ook niet uit een groep verwijderen.

time-out.

geslaagd is.

vanaf het indrukken van de knop OPROEP. Het handtoestel
heeft een registratietime-out van 6 seconden vanaf selectie van
de registratie of de-registratie. Het basisstation en het
handtoestel gaan automatisch uit de registratiemodus na de

2. Herhaal het registratie- of deregistratieproces indien dit niet

Groepsabonnement voor handtoestel

1. U kunt maximaal negen handtoestelgroepen (91-99)
definiéren en de toestellen kunnen beslissen bij welke
groep(en) ze willen behoren.

2. Groep 1 is bijvoorbeeld voor de groep Klantendienst,
Groep 2 voor Verkoop,

en Groep 3 Marketing. Stel dat toestel 11
binnenkomende gesprekken wil ontvangen voor alle
gesprekken met betrekking tot Verkoop en Marketing.
Dan moet toestel 11 “lid” worden van Groep 2 en van
Groep 3.

3. Groepskeuze:
a. Druk op [JEN[¥-4 op het toestel om het menu
Belinstellingen te openen
b. Druk op “2” waarna het menu voor
groepsinstellingen verschijnt.

c. Druk op de sneltoetsfelglll=}en op 1 om de groep
toe te wijzen (* 7, :1~9). Voer 1tot 9 in.
d. Herhaal dit voor alle gewenste groepen.

e. Verwijder groepskeuzes door op de sneltoets
Eﬁ]ﬁ en “2” te drukken om het toestel bij de groep
af te melden.

Hoofdmenu
4 Belinstellingen

Belinstellingen
2.Groepinstelling

Geabonneerd ¢
Geen

Groep opgeven voor
abonnement
o#

Vil

Groep opgeven
voor opzeggen
o#

o

Opmerkingen:

worden.

1. De toewijzing aan groepen kan op elk gewenst moment gewijzigd

~37~

op-een gesprek, niet een groepsgesprek.

Als een intercom-beller een groeps-ID invoert, bellen alle
toestellen die tot deze groep behoren. Het eerste toestel dat
reageert, maakt verbinding met de beller. Daarna is het een een-

Gesprek doorschakelen

U kunt een actief telefoongesprek tussen verschillende handtoestellen

schakelen.

Rechtstreeks overzetten

plaatsen.

2. Druk op de sneltoets [OYSIRIBI (rechts) en op het
nummer voor het gewenste toesel, waarna het gesprek

in de wachtstand direct wordt overgeschakeld. wachtstand
Nadat het gesprek is overgeschakeld, gaat het il bl
oorspronkelijke toestel automatisch terug naar de
stand-by modus Tl s 18
y ' Lijnnr. Invoeren
##

Indirect overschakelen

2 om het gesprek in de wachtstand te Yila1 & 118
00:00:15
Volume: 4
DEMP
OPTIE

\
Gesprek in de

B N

Op de volgende manier kunt u eerst met het doeltoestel [y, /@1 § 11 8
spreken voordat u het gesprek overschakelt: 00:00:15
Volume: 4

L bruk tijdens het gesprek op ‘\3 en vervolgens op het
nummer van het doeltoestel.

doeltoestel spreken. Druk na het gesprek op %
het intercomgesprek af te sluiten, waarna het
doeltoestel het binnenkomende gesprek automatisch
overneemt.

Nadat het gesprek is overgeschakeld, gaat het
oorspronkelijke toestel automatisch terug naar de
stand-by modus.

DEMP

Yl s 1B
Lijnnr. Invoeren
##




Opmerkingen: Als het doeltoestel niet reageert nadat het is
opgeroepen of een overdrachttime-out vindt plaats, wordt het
gesprek teruggeleid naar het oorspronkelijke toestel.

Activiteiten met het telefoonboek

1. U kunt maximaal 50 nummers in het telefoonboek
opslaan. Elke ingang bevat een telefoonnummer of
handtoestel-id (maximaal 26 cijfers) en naam
(maximaal 16 tekens).

2. Om het telefoonboek te oEznen, druk (Rechts)

soft key, opgevolgd door
terwijl de handset in standby mode is.

3. Een nieuw contact toevoegen:
a.
b.

Hoofdmenu i
. of druk scrollend 2.Telefoonboek

Joe

033289289
OEVU

Druk op de sneltoets (Links).
Typ de naam als op het scherm “Naam?”

verschijnt. Gebruik de sneltoets (rechts) om | Naam?
het laatst ingevoerde cijfer te wissen. Druk als u —
klaar bent op de sneltoets (links). Hoofdletter =

*
. . OPSLAA
Re: U kunt maximaal 16 tekens als haam invoeren. w

Vervolgens wordt u om het bijpehorende nummer [ Nummer?
gevraagd.

Re: U kunt maximaal 26 cijfers als nummer invoeren.
Druk na het invoeren van het nummer op de W
sneltoets (links) om deze combinatie in B

het telefoonboek op te slaan.

Als u een contact zonder naam invoert, verschijnt

deze bovenaan de lijst in het telefoonboek.

Druk om de naam in te voeren een of meer malen

op de overeenkomstige toets volgens de volgorde

van de tekens op de toets.

Zie de onderstaande tabel voor een lijst met

beschikbare tekens en de volgorde daarvan. Druk

bijvoorbeeld eenmaal op || voor de letter “A”,

tweemaal voor “B”, enzovoort.

Opmerkingen:

1.

Bij het invoeren van een telefoonnummer gaat de aanwijzer
automatlsch door naar het veld voor het volgende cijfer. Gebruik

“—v0f &%~~~ om terug of vooruit te gaan om cijfers in te voegen of te
wissen (het cijffer boven de aanwijzer, of links van de aanwijzer als
dez rechts van het laatste cijfer staat).

Bij het invoeren van een naam gaat de aanwijzer automatisch naar
het veld voor de volgende letter door als u op een andere toets voor
het volgende teken drukt. Als u een letter meerdere malen na elkaar
nodig hebt, kunt u wachten tot de aanwijzer is opgeschoven of u

gebruikt de toetsen s » om handmatig vooruit of terug te

gaan. Gebruik &= of L") ook om de aanwijzer te verplaatsen om
in te voegen (links van de aanwijzer) of wissen) het teken boven de
aanwijzer, of links van de aanwijzer als deze rechts van het laatste
teken staat).

Standaard worden alle letters als hoofdletters ingevoerd. Gebruik de
toets * om tussen hoofd- en kleine letters te wisselen.

Een invoer “pauze” geeft een vertraging aan van 1 seconde bij het
kiezen van de volgende cijfers, wat handig is bij het kiezen van een
reeks verdeelde getallen (zoals een toegangscode, credit card
nummer, automatische invoer enzovoort.) Voer een pauze in door
tweemaal op de -toets te drukken (het scherm toont P). De invoer
van twee pauses (PP) levert een vertraging van 2 seconden op.

Tekentabel :

Toets Tekens en volgorde

‘+,.*0) &1

ABC2

DEF3

GHI4

JKL5

MN O 6

PQRS7

TUVS

WXYZ9

0

Hoofdletters bij het bewerken van tekens.
bij het bewerken van getallen.

# Spatie en  — bij het bewerken van tekens

# en P (pauze) bij het bewerken van

getallen.

Ol (N[O~ (WN(F
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De ingangen worden alfabetisch gesorteerd en opgeslagen als lijst in
oplopende volgorde (A tot Z).

De eerste regel op het scherm toont de naam en de tweede regel het
telefoonnummer. Als het telefoonnummer langer dan 16 tekens is, drukt
u op de sneltoets (rechts) en selecteert u Optie 3 “Nummer
bekijken” om het volledige nummer te zien.

Een contactpersoon zoeken:

Druk op &=~ om het telefoonboek te openen.

b. Druk op de toets die overeenkomt met het eerste teken van de
naam waarnaar u zoekt.

c. Alsu bljvoorbeeld naar “EnGenius” zoekt, drukt u eenmaal op .

8- Druk op L2 \f_: of gebruik de alfabetische 333289289
zoekmethode om de record te zoeken die u wilt P

wissen of bewerken.

b. Druk op de sneltoets [@]ill= links om de menuopties

te openen.
c. Druk op g} om de geselecteerde contactpersoon te | |ngang wissen?
wissen. Tom

d. Op het scherm verschijnt “contactpersoon wissen?" |12345678
Druk op de sneltoets { om de keuze te bevestigen.

. Het telefoonboek bewerken

" Druk op &=J of & »3 of gebruik de alfabetische 3
zoekmetode om de record te zoeken die u wilt Joe
wissen of bewerken. 033289289

b. Druk op de sheltoets links om de menuopties
te openen.

c. Druk op 4 om de geselecteerde ingang te
bewerken.

9. Bellen vanunhet scherm

Druk op &= of L=—J om het weergegeven telefoonnummer of
handtoestel te beIIen
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10. Het telefoonboek overzetten:

Om het telefoonboek over te zetten, moeten beide deelnemende partijen
eerst als volit naar de overzetmodus gaan:

a.  Klik rechts opgevolgd door Y of “\:
wanneer de handset in telefoonboek mode is.
b. Druk op het verzendende toestel op i} om naar de verzendmodus te
gaan.
i. Drukop [ (links) om het gehele telefoonboek naar het/de
andere toestel(len) over te brengen.
i. Of druk op (rechts) om één record naar het/de andere
toestel(len) over te brengen.
iii. Kies het tweecijferige toestel-ID of groeps-ID en selecteer het
hele telefoonboek of een ingang om dit over te zetten.
Re: “00” betekent alle toestellen
iv. Tijdens het overzetten staat “Verzendt” op het scherm met een
tweecijferige teller om de nummers aan te geven die klaar staan
om over te zetten.
c. Druk op het ontvangende toestel op g4 om naar de ontvangstmodus
te gaan.
i. Op het scherm verschijnt “Gereed".
ii. Begin met het binnenhalen van het telefoonboek. Op het scherm
verschijnt "Telefoonboek ophalen bij nummer # : xx”.
iii. Bij de ontvangst van elk record klinkt een piep.
iv. Een tweecijferig getal op het scherm geeft aan welke nummers
op ontvangst wachten.
Re: Het telefoonboek wordt draadloos overgebracht, door interferentie
kunnen nummers gemist worden.

— scrollend

Gesprek blokkeren

1. Blokkeer uitgaande interlokale of internationale oproepen. Blokkeer ook

inkomende gesprekken van een buitenlijn of van een ander geregistreerd
toestel.

U hebt het wachtwoord nodig om de instelling te wijzigen. Het
standaardwachtwoord is 0000.
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2. Druk op [YI=\\[8}-4-3 om ‘gesprek blokkeren' te openen.

Typ het wachtwoord van het toestel, gevolgd door de
sneltoets [8J& (links).

Uitgaande gesprekken blokkeren

1. Druk op de sneltoets [{I=] (links) om “Uitgaand” te
blokkeren en bevestig de keuze.

2. Gebruik k2J ) scrollend om te switchen tussen
On and Off. Druk op de sneltoets om de keuze
te bevestigen.

Re Gesprek blokkeren staat standaard uit.

3. De code voor Gesprek blokkeren toevoegen
a. Nadat u de optie Gesprek blokkeren hebt
ingeschakeld, kunt u de bijbehorende code
invoeren.

Druk op de sneltoets (links) en begin

met het invoeren van de code. Druk na invoeren

van de code op (links) om deze op te
slaan.

(1) De code mag maximaal 5 tekens bevatten. Als u
bijvoorbeeld alle uitgaande gesprekken naar
Rotterdam wilt blokkeren, voert u 010 in als code.

(2) Als het basisstation is gekoppeld aan een centrale,
moet u ook het nummer daarvan toevoegen om de
PSTN-toon te verkrijgen.

b. Druk op de sneltoets (rechts) om de codes
te wissen of bewerken.

¢. U kunt maximaal vijf codes voor het blokkeren van

gesprekken invoeren.

d. Als u alle uitgaande gesprekken wilt blokkeren, typt

u* (5" "oetsen) gevolgd door
OIRSIWAVANN (links) om dit op te slaan, waarna alle
uitgaande gesprekken geblokkeerd worden.

Binnenkomende gesprekken blokkeren
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Belinstellingen i
3.Gespr.blokkeren

Gespr.blokkeren i
1.Uitgaand

Uitgaand i
uit

Gespr.blokkeren  }
1212

1. Druk op de sneltoets [{I&S] om de keuze voor
“Binnenkomend” te bevestigen.

Druk op ! | om het te blokkeren onderdeel te

selecteren.

a. Druk op de sneltoets [[{I=S] om de keuze voor het
ontvangen of blokkeren te bevestigen.

Druk op de sneltoets [JiRVA[€ links om de instelling
in of uit te schakelen.

Re: “Aan” betekent dat oproepen kunnen worden
ontvangen van andere toestellen of het
basisstation. “Uit” betekent dat de verzending van
andere handtoestellen of van het basisstation is
uitgeschakeld.

b. Druk op de sneltoets [{I= om de keuze voor het
ontvangen of blokkeren te bevestigen.

Druk op de sneltoets [JiRVA[€ links om de instelling
in of uit te schakelen.

Re: “Aan” betekent dat het mogelijk is om
gesprekken te ontvangen van buitenlijnen; “Uit”
betekent dat gesprekken van buitenlijnen
geblokkeerd zijn.

C, Druk op de sneltoets [[{I=S] om de keuze voor het
ontvangen of blokkeren van intercom-oproepen te
bevestigen.

Druk op de sneltoets [WiRVA[€ links om de instelling
in of uit te schakelen.

Re: “Aan” betekent dat het mogelijk is om
intercomoproepen van andere toestellen of het
basisstation te ontvangen, “Uit” betekent dat de
ontvangst geblokkeerd is.
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Gespr.blokkeren
2.Inkomend

Inkomend
1.PA aan/uit

Inkomend
2. Lijn aan/uit

Inkomend
3.Int. Aan/uit




Programmeerbare functieoproep

1. Als het basisstation EP802 achter een centrale is geinstalleerd, is het

mogelijk om een aantal functieoproepen samen met de functiecode van

de centrale in het systeem te programmeren.

. U kunt tot 10 van de meest gebruikte functiecodes programmeren.

. De functiecodes een naam geven en invoeren:

a. Druk op de sneltoets (rechts) terwijl het
toestel in de stand-by modus staat.

b. Druk tweemaal op “4” om het menu
“Functieoproep” te openen.

C. Druk op de sneltoets (links) om een
nieuwe functieoproep in te voeren.

d. Toets een naam in voor de functieoproep,
bijvoorbeeld voor het bewerken van een ingang in
het telefoonboek.

Druk op de sneltoets (links) ter
bevestiging.

€. Voer de code voor de bijbehorende PBX-functie in
bijvoorbeeld F  70.

Druk op de sneltoets (links) ter
bevestiging.
Re: “F” staat voor het flitssignaal.

f. De eerste functieoproep en de bijbehorende code

verschijnen op het scherm.

g. Druk op de sneltoets (rechts) om de
geprogrammeerde functieoproep te wissen of
bewerken.

h. Herhaal deze handelingen voor het programmeren
van volgende veelgebruikte functieoproepen.

- Een voorgeprogrammeerde functie-oproep tijdens een

gesprek gebruiken.
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Belinstellingen i
4.Functieoproep

KIES VOR

Leeg

Bk

Naam functie?

ﬁoofdletter =*
UOPSLAA

Nummer?

\

PBX Overzetten
F*70

W

a. Druk op de sneltoets (rechts) terwijl het Yi&1 § 118
toestel in de spraakmodus staat. 00:00:15

b. Druk op het bijbehorende cijfer voor de Volume: 4
functieoproep die u wilt uitvoeren, bijvoorbeeld op
“0” voor de eerste oproep.

DEMP

Yila & 118
Optie:
0.PBX Overzetten

#.Telefoonboek

Opmerkingen:

1. Functieoproepen zijn handig als de EP802 met een centrale is
verbonden.

2. Als u geen functieoproep hebt geprogrammeerd, is alleen
“#.Telefoonboek” in het menu éﬁﬁgaanwezig.

3. De programmeeroptie van de EP802 werkt mogelijk niet bij alle
centrales of toetstelefoonsystemen door de grote verschillen tussen
de verschillende systemen.

Nummerweergave

1. Neem contact op met uw telefoonmaatschappij om u op deze functie te

abonneren. Het telefoonsysteem ontvangt en toont de nummerweergave
die door de telefoonmaatschappij wordt doorgezonden. Deze informatie
kan het telefoonnummer van de beller, de naam, datum en tijd omvatten.
Dit apparaat kan informatie opslaan van maximaal 50 bellers.

. Op het scherm verschijnen de datum en tijd van het gesprek op de eerste

regel, gevolgd door de naam op de tweede en het telefoonnummer op de
derde regel. Achter een ongelezen record staat NIEUW achter de eerste
regel.

. Tijdens het bekijken van deze gegevens kunt u het nummer kiezen, in het

telefoonboek opslaan of verwijderen.

De gesprekslog bekijken

01/04 08:20P NEW
Johnson

423-1234
ORMA

Druk op &= of &=
nummers en namen te bladeren.
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" Druk op de sneltoets [@]{lll= (rechts), u kunt &

— gebruiken voor opslaan, wissen, alles wissen.
a. Gesprekslog opslaan:

@) Druk op de sneltoets [(S{8P4= rechts, u kunt ‘,_L

\— gebruiken om door de nhamen te
bladeren, en druk op om de naam te
bewerken.

Druk daarna op de sneltoets links om
de naam op te slaan

@ Druk op &= of %Y— om door de nummers te
bladeren en druk op om het nummer te
bewerken.

Druk daarna op de sneltoets links om
de naam op te slaan.

(3) Daarna wordt de gesprekslog in het telefoonboek
opgeslagen.

b. Gesprekslog wissen:

(1) Druk op de sneltoets rechts gevolgd

door m om het wissen te bevestigen.

c. Alles wissen:
(1) Druk op de sneltoets rechts gevolgd
door m om het wissen van alle
nummeweergave-records te bevestigen.

Naar een Weergegeven nummer beIIen

" Druk op ¥
bladeren.

2.
Druk voor een weergegeven nummer op &
nummer te bellen.
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Optie:
Opslaan

Naam?
Johnson_
Cap=*

OPSLAA

1\

Nummer?
4231234 _

OPSLAA

Optie:
Wissen

Optie:
Alles wissen

Instellingen voor meerdere basisstations

De instelling voor meerdere basisstations maakt een uitgebreider dekking of
lijncapaciteit mogelijk. Gebruik bij het toevoegen van het tweede, derde of
vierde basisstation een van de handtoestellen die op het eerste basisstation
is geregistreerd (het toestel met ID 11) en ga als volgt te werk:

1. Druk op de sneltoets [¥IANIY (rechts) gevolgd door “7" | Registratie
3.Multi-basisst.

om de registratiemodus te openen.

2. Houd de OPROEP-knop op het basisstation drie
seconden ingedrukt; het prompt-geluid klinkt en de
LED In gebruik knippert.

3. Druk op het handtoestel op “3” om naar de instellingen
voor meerdere basisstations te gaan.

4. Selecteer BS #1

5. Herhaal de bovenstaande stappen 1 — 4 om na elkaar
het tweede, derde en vierde basisstation toe te
voegen.

Re Het ID voor het eerste basisstation is 10, voor het
tweede basisstation 20, voor het derde
basisstation 30 en voor het vierde basisstation 40.

Opmerkingen:

1. Als u “Multi-basisstations” voor het eerst instelt, moet u eerst het BS
#1 kiesen, en daarna de bovenstaande stappen volgen voor de
volgende basisstations.

2. Voor synchronisatiedoeleinden moeten alle handtoestellen opnieuw
worden geregistreerd voordat u het multi-basisstation-scenario
toepast, ofwel het eerste ID voor een handtoestel met 1x moet u
registeren bij BS1, en de rest van de handsets bij de volgende
basisstations.

3. Navoltooiing van al deze processen is Multi-basisstation voltooid.
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Gesprekbeheerder

De optie “Gesprekbeheerder” ondersteunt twee opties

1. De eerste is het instellen van het handtoestel op het ontvangen van
binnenkomende gesprekken of het voeren van uitgaande gesprekken
(tweewegs intercom, uitzenden en gesprek overzetten zijn toegestaan.) De
optie kan worden geselecteerd op de basisstations 1 tot 4.
Re: De optie “Gespreksbeheerder” is verborgen als de functie Multi-
basisstation is uitgeschakeld.

2. De andere optie is het instellen van het handtoestel op automatisch of
handmatig toegang verkrijgen tot de beschikbare basisstations.

Voor de eerste optie (Abonnement BS)
1. Druk op de sneltoets (rechts) gevolgd door Belinstelling -
om de modus Gesprekinstellingen te openen. 6.Belbeheerder
Druk op “6” om Gespreksbeheerder te selecteren.
Re: “Gespreksbeheerder” is alleen beschikbaar als
de functie Multi-basisstations is ingeschakeld.

2. Druk op i} om Abonneren op BS te selecteren.
& Belbeheerder i
Re Bij het openen van het submenu van Abonneren | ;g pscribe BS
op BS worden de beschikbare basisstations '
weergegeven die reeds geregistreerd zijn.

Druk op &=~ of } J om het gewenste basisstation te selecteren (#1~4),
druk op de sneltoets \WiRM4L€e (links) om Abonneren op BS in- of uit te
schakelen.

4. Als Abonneren op BS is ingeschakeld, betekent dit dat het toestel de lijn
van het gewenste basisstation kan gebruiken en dus uitgaande
gesprekken kan voeren of binnenkomende gesprekken beantwoorden
via het gewenste basisstation.

Als Abonneren op BS echter is uitgeschakeld, betekent dit dat het
toestel de lijn van het gewenste basisstation niet kan gebruiken en dus
geen uitgaande gesprekken kan voeren of binnenkomende gesprekken
beantwoorden via het gewenste basisstation.

Voor de tweede optie (BS selecteren)

1. Druk op de sneltoets (rechts) gevolgd door 8 [Beiinstelingen:
om de modus Gesprekinstellingen te openen. 6.Belbeheerder
Druk op “6” om Gespreksbeheerder te selecteren.
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2. Druk op “2” om BS Selecteren in te stellen. B
. IR elbeheerder i
Re DDe standaardinstelling is Uit. 2 BS Selection

3. Druk op de sneltoets [WRYA[€ (links) om BS selecteren in of uit te
schakelen.
Re AIsBS Selecteren is ingeschakeld en u drukt op

—) verschijnen de beschikbare
baS|sstat|ons (lijnen) op het scherm, dus 1, 2, 3, 4.
Druk op nummer “1” zodat u toegang krijgt tot
basisstation 1 om de lijn te bereiken.

NB bij een enkel basisstation ontbreekt Gespreksbeheerder in de
“Belinstellingen”.

Visuele indicator Bericht wacht (VMWI)

De optie VMWI ondersteunt het FSK-bericht dat vanaf de telefoonlijn
ontvangen wordt; dit activeert een berichtpictogram op het handtoestel en de
LED GESPROKEN BERICHT op het basisstation gaat knipperen.

Opmerkingen:

1. Vereist is een abonnement op de voicemail-dienst van de telefoonmaatschappij.

2. Als het toestel nog steeds het pictogram toont ook nadat u naar alle berichten
hebt geluisterd, kunt u dit uitschakelen door de toets “Nummerweergave” op het
toestel ingedrukt te houden.

Microfoonsterkte van handtoestel instellen

Als u het toestel in verschillende omgevingen wilt gebruiken, kunt u de
gesprekskwaliteit voor uw gesprekspartner verbeteren door de versterking
van de microfoon in het toestel aan de omgeving aan te passen.
a. Druk op de sneltoets (rechts) terwijl het toestel in de stand-
by modus staat.
b. Druk op “5” (Telefooninstellingen), gevolgd door “1” om het menu
“Mic. Versterkmg te openen.

Druk op &= of &Y~ om door de opties “Standaard”, “Gemiddeld”
en “Laag” te bladeren.

d. Als u het toestel in een stille omgeving gebruikt, zoals een kantoor
of vergaderkamer, wordt “Standaard” aanbevolen.



Als u het toestel in een rumoerige omgeving gebruikt, zoals een
fabriek of buitenshuis, wordt “Gemiddeld” of “Laag” aanbevolen.

Beltoon van headset instellen

Bij het gebruik van een headset kunt u voorkomen dat u een gesprek mist
doordat de bel van de ontvanger in de headset klinkt, door te kiezen of u de
bel wilt laten klinken via de luidspreker van het handtoestel of via de
ontvanger van de headset.
a. Druk op de sneltoets (rechts) terwijl het toestel in de stand-
by modus staat.
b. Druk op “5” (Telefooninstellingen), gevolgd door “9” om het menu
“Bel Headset” te openen.
c. Selecteer “Aan” om de bel in de headset te laten overgaan; als u
“Uit” kiest, klinkt de bel uit de luidspreker van het handtoestel.

Babymonitor

U kunt een handtoestel instellen als “babytoestel” om de bewegingen van
een baby of een bejaarde te volgen.

Als u de babymonitor inschakelt, gaat het “babytoestel” automatisch naar de
controlemodus via tweeweg-intercom.

Als u bijvoorbeeld toestel A instelt als “babytoestel” en u doet een
intercomoproep vanaf toestel B, gaat toestel A automatisch in de
controlemodus zonder dat de bel overgaat; u kunt verder alle bewegingen
rond toestel A volgen vanaf toestel B.

a. Druk op de sneltoets (rechts) terwijl het toestel in de stand-
by modus staat.

b. Druk op “4” (Belinstellingen) en vervolgens op “5” om het menu
“Babymonitor” te openen.

c. Druk op “WIJZIG” om de optie in of uit te schakelen (standaard is
Uit).

Re: Om storingen te vermijden, zal het toestel tijdens de controle geen

binnenkomend gesprek aannemen, alleen de intercom.

~5]~

Menubewerkingen

|Menu 1. Toetsvergrend, |
—{3.Geluiden ! Belvolune |
{2 Belloon |
3 Toetsvolume |
4. Toetstoun |

—4.Belinstellingsn

1. ¥ oorkiesnumimer

2 Groepinstelling

3. Gespr.blokkeren

Functicoproep

5. Babymonitor

6. Belbeheerder

T etnumimers

5. Tel. Instellingen p—{1.Mic_niveau

. Basisinstelling

2. Gespr. elke loets

—{3.Contrast

4. Verlichting

15 Maamlabel

—6. Taal

7. Aungep.namn

{8 Wachiw.wijzigen

9. Beltoon wit
hooldteleloon

Enter

Base PIM----

—{7. Registralie

| Bepisireer |

2, Reg. ophetten
3. Multi-basisst,

1. Duur DTMF |
—2. Knipperduur |
_l.‘;."-"ul_l,rn:ﬂd-: H5

tocwijFen
— 4, HS wissen |
—5. PIN-code wijzigen |
6. Aute ophangen )

7. Tijd instellen |

L& Menu weergev

en |— Wachtwourd:
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1. Belinstellingen |

2. Tel. Instellingen |

3. Tel. Instellingen |
4. Multi-basisst. |




Druk op de sneltoets [JI=\18] (rechts) om het menu te openen terwijl het
toestel stand-by staat

Re: U kunt op &= ) drukken, gevolgd door de sneltoets
(links) om het geselecteerde menu te bevestigen. Of druk direct op
een nummertoets om het geselecteerde menu te bevestigen. Druk
bijvoorbeeld op de sneltoets (rechts) gevolgd door EJ en ff§ om
het belvolume te selecteren.

Druk op i om Toetsvergrendeling te selecteren (Zie Toetsvergrendeling
op pagina 34).

Druk op 4 om records toe te voegen, bewerken en bekijken in het
telefoonboek (zie Telefoonboek op pagina _39 ).

Druk op g} voor de geluidsinstellingen:

a. Druk op § voor het belvolume:
Twee opties voor het belvolume: Lijn (voor inkomende gesprekken) en
Intercom (voor intercomgesprekken). Stel elke optie apart in.

Druk bij het instellen van elke optie op % : om door 6 opties
te bladeren: “Uit", “Laag”, “Gemiddeld”, “Hoog”, “Trillen” en “Trillen en
hoog”. Druk op de sneltoets om de keuze op te slaan.
Standaard = Gemiddeld.

b. Druk op 4 om de Beltoon te selecteren:
Twee opties voor de beltoon: Lijn (beltoon voor inkomende
gesprekken) en Intercom (beltoon voor intercomgesprekken). Stel
elke optie apart in.

Gebruik "\QJ‘

of “n om door 8 bellen te bladeren, druk op de

sneltoets (SIS (links) om de keuze op te slaan. Standaard = 1.
c. Druk op 4 om het toetsvolume bij het indrukken van een toets te
selecteren:

—~ of &= om door 4 opties te bladeren: Uit, Laag,

Gemiddeld en Hoog. Druk op de sneltoets om de keuze op te
slaan. Standaard = Gemiddeld.

d. Druk op B . om de Toetstoon te selecteren:

Aol om door 4 opties te bladeren: 1, 2, 3 and 4. Druk op
de sneltoets [{S8¥4= (links) om de selectie op te slaan. Standaard = 1.

5. Druk op g voor de belinstellingen:
a. Druk op |§ voor het Voorkiesnummer:

@)

Druk op &=~ of ‘[ﬂ]‘ om de optie Voorkiesnummer in of uit te

schakelen. Standaard = Uit

(2) Als de functie is ingeschakeld, wordt op het toestel gevraagd om
het voorkiesnummer in te voeren, maximaal 14 tekens.

(3) Gebruik de sneltoets (rechts) om het voorkiesnummer te
bewerken.

(4) Druk op de sneltoets om de keuze te bevestigen.
(5) Als deze optie is ingeschakeld, verschijnt op het scherm
“Voorkiesnummer? Ja of Nee” bij elk uitgaand gesprek vanuit
gesprekslogs, het telefoonboek en het kiesdialoogvenster; ook
het huidige voorkiesnummer wordt weergegeven.
Re: Het voorkiesnummer wordt automatisch aan het gekozen
nummer toegevoegd als op m wordt gedrukt.

(6) Deze optie is handig voor toegangscodes, belkaart en bellen via
credit cards, enzovoort.

Druk op P4 voor Groep selecteren: zie Abonnement groep

handtoestellen op pagina 37 .

Druk op g] om Gesprek blokkeren in te stellen: zie Gesprek blokkeren

op pagina 42.

Druk op [ om Functieoproep in te stellen: zie Functieoproep op

pagina 45.

Druk op g] om de Babymonitor in te stellen: zie Babymonitor op

pagina 51.

Druk op &) voor Belbeheerder: zie Belbeheerder op pagina 49.

Druk op il voor het instellen van het Kengetal:

de functie Nethummer maakt het mogelijk om naar andere

netnummers te bellen zonder de prefix.

(1) Netnummer instellen:
-4-7-1. Voer het netnummer in en druk op
OIESIWAVAN| om de selectie te bevestigen.

(2) Landnummer instellen:

Druk op [MISNE-4-7-2. Voer de landcode in (3 cijfers) en druk op
[OISIWAVAN| om de selectie te bevestigen.

~54~



Druk op g} voor de telefooninstellingen:

a.

b.

Druk op i} om de microfoonversterking in te stellen: zie
Microfoonversterking op pagina 50.
Druk op ¥ om Gespr. Elke toets in te stellen:

Druk op de sneltoets [WiRPA[€ (links) om Aan of Uit te selecteren.
De standaardinstelling is "Uit".
Re: Als de optie is ingeschakeld, kunt u op elke toets drukken

(behalve ‘\@J en S3118 ) om een binnenkomend gesprek te
beantwoorden.

Druk op ] om het LCD-contrast in te stellen:

@) Gebruik () of & om door 8 opties te bladeren. De
standaardinstelling is 6.

(2) Druk op de sneltoets @IESIWVAN om de keuze te bevestigen.
Druk op 4 om de LCD-achtergrondverlichting in te stellen:

@) Druk op ,;:_ =) om door de opties 1~3 te bladeren (1. 8
seconden 2.Aan 3.Uit). De standaardwaarde is “8 seconden”.

(2) Druk op de sneltoets [@I&SIWVAN om de keuze te bevestigen.
Druk op BJ om het Naamlabel in te stellen:

(1) Druk op de sneltoets [YIRMA[€ (links) om Aan of Uit te selecteren.
De standaardinstelling is "Uit".

(2) Druk op de sneltoets [@IgSIWAVAN om de keuze te bevestigen.

Re: Als dit is ingeschakeld, vergelijkt het toestel het nummer van de
beller met de records in het telefoonboek; als een overeenkomst
is gevonden, verschijnt op het LCD-scherm de naam of de
bijnaam in plaats van de informatie voor nummerweergave
(hiervoor is de dienst Gesprek in wachtstand met
nummerweergave van de telefoonmaatschappij nodig)

Druk op [ om de Taal in te stellen:

@) Gebruik () of ) om door de opties te bladeren (Engels,
Spaans, Frans, Italiaans, Duits, Nederlands, Pools, Tsjechisch,
Hongaars, Roemeens, Turks).

De standaardinstelling is “Engels”.
(2) Druk op de sneltoets [@I&SIWVAN om de keuze te bevestigen.

Druk op [l om de Aangepaste naam in te stellen:

(1) Gebruik de tekentabel en de methode die voor het Telefoonboek
is beschreven om tekens in te voeren.

@)

— —> 0m de aanwijzer vooruit of terug te
verplaatsen om in te voegen (links van de aanwijzer) of wissen)
het teken boven de aanwijzer, of links van de aanwijzer als deze
rechts van het laatste teken staat).

(3) Druk op de sneltoets [SIZSIWVAWN (links) ter bevestiging.

Re: Nadat de aangepaste naam is ingevoerd, past de begroeting op
het scherm in stand-by modus zich daarop aan.

De standaardgroet is EP802”.
h. Druk op [BJ om het wachtwoord te wijzigen:

(1) Voer het oorspronkelijke wachtwoord (4 cijfers) van het handtoestel
in en druk op de sneltoets [8]& (links) als u dit menu opent.

(2) Voer het nieuwe wachtwoord in (4 cijfers) en druk op [@I&S]WAVAN
om het nieuwe wachtwoord te bevestigen.

i.  Druk op [E] om Beltoon van headset in te stellen: Zie Beltoon van
headset instellen op pagina 51.

Druk op [ voor de instellingen van het basisstation:

Als u dit menu opent, moet u eerst de PIN-code voor het basisstation

invoeren (4 cijfers).

Re: De PIN-code is voor de instellingen van het basisstation. De

standaardcode is 0000.

a. Druk op i} om de DTMF-duur in te stellen.
(1) Voer de DTMF-duur in (90~200 ms), druk op de sneltoets

links om de instelling te bevestigen. De standaardduur is 100 ms.

Re: Neem contact op met uw handelaar voordat u dit wijzigt. Als de duur
niet overeenkomt met die van PSTN of PBX kan dit fouten veroorzaken.

b. Druk op 4 om de tijd voor de flitstoets in te stellen. De standaardduur
is 600 ms.

w— Of &—/ om door 9 opties te bladeren (100~900 ms).
Of druk de betreffende nummertoets in (1 tot 9).
(2) Druk op de sneltoets om de keuze op te slaan.
Re: De standaardwaarde (600 ms) werkt in de meeste gebieden.
Mogelijk werkt de Flash-toets niet als u deze waarde wijzigt.
Wijzig dit alleen als u zeker weet dat de nieuwe waarde werkt.
c. Druk op ] om Volgende HS toewijzen in te stellen.
(1) Voer het tweecijferige ID van het handtoestel in en druk op BJ&.
(2) Als u een nieuw handtoestel registreert, wijst het basisstation het



vooraf toegewezen ID aan dit toestel toe. Index
d. Druk op 4 voor HS wissen
(1) Voer het tweecijferige ID van het handtoestel in en druk op BJ&.

- A
(2) Het basisstation wist het ID van het handtoestel uit het systeem. Abonneren op BS, 49
e. Druk op g} om de PIN-code te wijzigen: Actief gesprek, 13
(1) Voer de nieuwe PIN-code voor het basisstation in en druk op [6]&. Algemene veiligheidsinformatie, 4
Re: De standaard PIN-code is 0000. - B
f.  Druk op [ om automatisch ophangen in te stellen: Basisstation, 5, 6, 9, 10, 14, 15, 20, 22, 25, 26, 27, 28, 30, 36, 43
(1) Druk op de sneltoets (links) om Aan of Uit te selecteren. . Batterij opladen en vervangen, 35
Re: Als u de optie inschakelt, hangt de EP802 automatisch op als de Batterij sparen, 10
beller ophangt. Maar deze optie is afhankelijk van het verzenden Batterij, 5, 7, 10, 24, 26, 27, 35
van een beltoon of bezetsignaal door de PBX of PSTN nadat de Batterijvermogen, 13
beller heeft opgehangen. Bediening basisstation, 27
g. Druk op g om de tijd voor ondersteuning van DTMF nummerweergave: Bel, 14, 15, 20, 31, 32, 34, 51, 53
(1) Druk op de sneltoets (links) om de ingestelde datum Beltoon van headset instellen, 51
en tijd te bevestigen (zie Tijd instellen op pagina 20). Belvolume, 14, 15

Binnenkomende gesprekken blokkeren, 43
BS selecteren, 49

8. Druk op Il om het handtoestel te registreren, de registratie op te heffen Buitenantenne, 10, 22

en om Multi-Basisstation in te stellen: Zie Handtoestel registreren op
pagina 36 en Multi-basisstation instellen op pagina 48.

C
9. Druk op B om de menuweergave in te stellen: Controlelijst onderdelen, 10
Om het onjuist instellen van belinstellingen (menu-4), telefooninstellingen D

(menu-5) en instellingen voor het basisstation (menu-6) te voorkomen,

kunt u deze menu’s verbergen, zodat andere gebruikers van het toestel Dempen, 17, 33

geen kans krijgen om deze instellingen te wijzigen. DND, 15
- DTMF-duur, 18, 56
Re: Bij het openen van de menuweergave moet u eerst het wachtwoord DTMF-toon, 18
invoeren.
a. Druk op [l om het menu Belinstellingen al dan niet te verbergen. . E
(1) Druk op de sneltoets JYRHIE (links) om Aan of Uit te selecteren. Een bericht uitzenden, 30
; ] ) Een gesprek in de wachtstand plaatsen, 33
b. Druk op & om het menu Telefooninstellingen al dan niet te verbergen. Een intercomgesprek ontvangen, 32
(1) Druk op de sneltoets JYJRHIE (links) om Aan of Uit te selecteren. Een telefoongesprek ontvangen, 31
] ) ) ) Een telefoongesprek voeren, 29
c. Druk op B om het menu Instellingen basisstation al dan niet te Electrische schok, 4, 5, 6
verbergen.
(1) Druk op de sneltoets [WiRVAIE (links) om Aan of Uit te selecteren. - F
d. Druk op @ om het menu Instellingen Multi-basisstation al dan niet te Flits, 14, 19, 36, 45, 48, 50, 56
verbergen. Functieoproep, 17, 45, 54

Functies basisstation, 22

(1) Druk op de sneltoets [WIRMI€ (links) om Aan of Uit te selecteren. Functies handtoestel, 13, 15
Re: “Aan” selecteren betekent dat het menu op het scherm getoond wordt. Functies lader, 24

Selecteer “Uit” om het menu te verbergen.
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- G

Geheugen, 27

Gesprek blokkeren, 16, 18, 42, 43, 54
Gesprek doorschakelen, 33, 37

Gesprek in wachtstand, 17

Gesprek wacht met nummerweergave, 15, 55
Gesprek wacht, 14, 15

Gespreksbeheerder, 49, 50, 54
Gespreksinstellingen, 16, 18, 20, 37, 49, 50, 51, 54, 57
Gesprekslog bekijken, 46

Gesprekslog, 16, 17, 46, 47

Gespreksmodus, 14, 27, 46

Groepinstelling, 18, 37

Groepkeuzes, 37, 54

Groeps-ID, 15, 30, 38, 42
Groepslidmaatschap handtoestel, 37, 54

- H

Handtoestel naar handtoestel gesprek, 30

Handtoestel registratie, 36, 57

Handtoestel-ID, 13, 15, 17, 19, 22, 27, 30, 31, 32, 36, 38, 39, 42, 48, 56
Het spraakvolume van het handtoestel (oorstuk) instellen, 33

Het stemvolume van de Telefoonluidspreker instellen, 33
Hoorapparaat, 4

|
ID basisstation, 48
IDLE-modus, 17, 27, 35
Illustratie basisstation, 21
Illustratie lader, 23
Installatie basisstation, 25
Installatie handtoestel en lader, 26

- L

Laadsleuf voor handtoestel, 24
Lijn omkeren, 56
Lijnaansluiting, 22

Lithium-lon (Li-lon), 7, 10

- M

Menu-modus, 27, 53

Menuweergave, 18, 57

Microfoonsterkte van handtoestel instellen, 50
Multi-basisstation instelling, 18, 48, 57

- N

Naamlabel, 15, 55

Naar alle handtoestellen uitzenden, 30

Naar een groep handtoestellen uitzenden, 30
Naar een individueel handtoestel uitzenden, 31
Netnummer/landcode, 19, 54

Niet storen (Stil bellen), 15, 34

Noodoproep, 4

Nummerweergave, 15, 20, 31, 32, 46, 47, 50, 55, 56

- 0

Opnieuw kiezen, 16, 31
Oproepen, 14, 16, 18, 31, 44, 49
Oproeptimer, 17

P
Pacemaker, 4
PIN-code basisstation, 18, 19, 20
PIN-code wijzigen, 18, 19, 56
Programmeerbare flits, 19
Programmeerbare functieoproep, 17, 45, 46

- R

REG, 22, 37, 48

Registratie meerdere handtoestellen, 15
Registratie opheffen, 36
Registratiemodus, 22, 27, 36, 48
Registratiesleutel, 22

REN, 8

Resetknop, 22

RSSI, 13

- S

Snelkiezen, 29
Spreken/Flitsen, 14
STIL, 15, 32, 34
Stroomuitval, 5, 9, 25, 26

- T

Technische specificaties, 62

Telefoonboek, 14, 16, 17, 39, 45, 46, 47, 53, 55
Telefooninstellingen, 18, 20, 50, 51, 54, 57
Telefoonluidspreker, 14, 30, 31, 33, 48

Tijd instellen, 20



Toetstoon, 17, 53
Toetsvergrendeling, 34, 53
Toetsvolume, 53

Transformator, 25, 26

Triller, 15

Tweecijferige adresindex, 13
Tweerichting/intercom-gesprek, 29
Tweeweg-intercom, 14, 29
Uitgaande gesprekken blokkeren, 43

-V

Veiligheidsinformatie, 4
Veiligheidsinstructies batterij, 7
Veiligheidsinstructies, 5

Visuele indicator Bericht wacht (VMWI), 50
Waarschuwingsbericht, 24

Wettelijke kennisgevingen, 8
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Technische specificaties

Elektrische specificaties Basisstation Draagbaar handtoestel
Frequentie 863-865 MHz 863-865 MHz
RF-uitgangsvermogen Top: 8 dBm Top: 7 dBm
Gemiddeld: 5 dBm Gemiddeld: 5 dBm
Kanaalruimte 50 kHz 50 kHz
Aantal kanalen 38 38
Modulatie GMSK GMSK
TDD-framelengte 10 ms 10 ms
Aantal slots/frame 2 2
Gevoeligheid ontvangere | <-116dBm (@ BER 1079 <-116dBm (@ BER 1079
. . Lang: 2.5 dBi
Antenneversterking 2 dBi Kort: 1.5 dBi
Antenne-aansluiting TNC Eigen
Telefoonaansluiting RJ11 x 2 N.V.T.
Kanaalversleuteling % rateConvolutional + CRC | % rateConvolutional + CRC
Overdrachtsnelheid 42,667 kbps 42,667 kbps

Spraakversleuteling

8 kbps G.729A

8 kbps G.729A

S:gi\i/f‘;ssnelhe'd 32 kbps duplex 32 kbps duplex
Duplex Time Division Duplex (TDD) | Time Division Duplex (TDD)
Meervoudige toegang FDMA FDMA
Aantal systeem-IDs 65.536 65.536
Belsignaal 20-50 Hz, 12-90 Vrms N.V.T.
Flitsduur 100-900 ms NLV.T.
programmeerbaar
Voedingsbron AC/DC 12 V/1 A adapter 3.7 Vlltoo m.Ah Li-lon
atterij
550mA
Laadstroom N-V.T. (550/850 mA voor
bureaulader)
Laadtijd N.V.T. 3 uur
EN 301 357-2 (RF) EN 301 357-2 (RF)
Regelgeving EN 301 489 (EMC) EN 301 489 (EMC)
EN 60950 (Veiligheid) EN 60950 (Veiligheid)
EN 50371 (RF-veiligheid)
Werktemperatuur 0-50°C -10-60°C

Opmerkingen:

1. N.V.T = Niet van toepassing
2. De fabrikant behoudt zich het recht voor om de specificatie zonder
waarschuwing vooraf te wijzigen.
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